Supplementary Materials

Laser-Induced Graphene on a Quartz Crystal Microbalance for Humidity Sensing

Jihun Choi 1, Saeyeon Baek 2, Sangmin Jeon 1 and Changyong Yim 2,3,*

1 Department of Chemical Engineering, Pohang University of Science and Technology (POSTECH), Pohang 37674, Korea; jhchoi4@postech.ac.kr (J.C.); jeons@postech.ac.kr (S.J.)
2 School of Nano & Materials Science and Engineering, Kyungpook National University (KNU), Sangju 37224, Korea; sy.baek@knu.ac.kr
3 Department of Advanced Science and Technology Convergence, Kyungpook National University (KNU), Sangju 37224, Korea
* Correspondence: cy.yim@knu.ac.kr

Figure S1. Reproducibility of the resonance frequency changes during 10 cycles of humidity sensing.


Academic Editor: Ahmad Umar
Received: 23 February 2021
Accepted: 13 March 2021
Published: 15 March 2021

Publisher’s Note: MDPI stays neutral with regard to jurisdictional claims in published maps and institutional affiliations.

Copyright: © 2021 by the authors. Submitted for possible open access publication under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).