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Abstract: In this work, a novel acausal and reconfigurable battery pack model is
presented. The model structure adopted for the battery cell is based on an equivalent circuit
representation. The circuit elements are modified to take account of both hysteresis and
diffusion limitation. The latter is known to be a nonlinear function of large operating
currents or long operating times. It is shown that the integration of a current dependent
time constant within the cell model better emulates the solid diffusional dynamics of
lithium intercalation into the active material under large electrical loads. The advantages of
an acausal modeling approach, when scaling-up individual cell models into a complete
battery system are also presented. Particular consideration is given to emulating the impact
of cell to cell variations on pack performance. Using statistical analysis of battery tests,
cell model parameter variations are characterized and quantified. The cell and scaled-up
pack model are parameterized for a number of commercially available cell formats,
energy capacities and chemistries. The new models are validated using transient, real-world,
electrical data measured from an electric vehicle (EV) operating within an urban environment.
Keywords: lithium ion; battery modeling; electric vehicle (EV); battery management system;
battery pack
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1. Introduction
A key enabler, or constraint, of the electrified power train is the need to store energy in a form that
can be easily and efficiently converted into electricity. In recent years, electrochemical batteries have
emerged as the preferred technology for in-vehicle energy storage. However, despite considerable
increases in energy density and power capability [1], many vehicle manufacturers and system
integrators still believe that the technology demands many compromises to be made by the customer.
For example, the phenomenon of range-anxiety is widely reported within a number of studies
including [2–4]. Many of the technology challenges and commercial opportunities associated with
the integration of battery systems within the next generation of electric vehicles (EVs) are underpinned
by the inherent properties of the Li-ion cell.
The need to accurately, rapidly and robustly model both the performance of individual cells and
their aggregated performance when scaled-up into a complete system is of paramount importance to
vehicle manufacturers [5]. Within this context, computer simulation is widely employed to facilitate
concept evaluation, vehicle and system prototyping, and the virtual verification of different EV and
hybrid EV (HEV) architectures and technology options [6]. Modelling methods provide a framework
to translate observations into physical phenomena and thus better understand the complexities of the
electrochemical system under a wide variety of operating and environmental conditions. The challenge
for energy storage system engineers, electrochemical engineers and material scientists is to optimise
the trade-off between model accuracy and model fidelity (in terms of the data and computational
requirements needed to construct and execute the models).
Porous electrode theory, pioneered by Fuller et al. [7] provides the benchmark modeling framework
for electrochemical battery simulation and is widely reported within the literature. The model solves
the one-dimensional (1-D) problem for lithium diffusion dynamics and charge transfer kinetics that
predicts the electrical response of the cell within a paired intercalation electrode system. Extensions to
porous electrode theory have focused on improving our understanding of the dynamics of non-ideal
active materials [8–11], charge transfer kinetics [10,12] and the structural characterization of electrode
microstructures [13]. The development of high fidelity single cell models is of immense value to the
scientific community investigating novel cell designs and innovations in material science. However, due to
their complexity and computational burden, they are arguably of less value for system level analysis
and the management of automotive energy storage systems. In recent years, several simplifications to
these models have been published in an attempt to improve their run-time performance associated with
resolving solid phase diffusion [14]. A combination of perturbation techniques, volume averaging,
and intuition-based simplifications was adopted to achieve real-time simulation [15], however, to derive
the lower-order model through this method requires extensive pre-processing and a-priori knowledge
of system behaviors under varying conditions which is not easily realizable. Other techniques
employed to derive reduced-order models for lithium-ion batteries include: Chebyshev polynomial
methods [16], Galerkin’s method [17], residue grouping methods [18] and Proper Orthogonal
Decomposition methods [19]. While these models significantly reduce the computational resources
required for model execution and the simulation results from individual cells correlate well with the
results of higher fidelity models and experimental data [19], their complexity, computational burden
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and the need for physical data for parameterization still remains an impediment for scaling-up
individual cell models to a complete battery system model.
A number of recent publications advocate the use of equivalent circuit models (ECMs) as the
most appropriate trade-off between electrochemical models and, at the other end of the spectrum,
simply modeling the battery as an empirical function. Parameterization of the cell model typically
employs standard test methods such as electrochemical impedance spectroscopy (EIS) and high power
pulse characterization (HPPC) [20]. This approach is limited by the difficulty in unambiguously
interpreting the circuit elements. However, ECMs do provide a degree of understanding as to the
internal cell mechanisms and causalities for different frequency regions and hence the ability to
correlate the simulation output with measureable parameters such as open circuit voltage (Voc) and
steady-state resistance.
ECMs have previously been used to study complete battery systems [21,22] but have either ignored
the non-linear response of the cells to large currents (i.e., diffusion limitation) or the effects of cell-to-cell
variations when up-scaling individual cell models to complete battery system models. It is argued that
including cell-to-cell variations within the system model can only be efficiently studied through an
acausal modeling approach [23–25]. In this work, we present the development of an acausal battery
simulation tool that accounts for all these properties. We extend a, proven ECM for Li-ion cells [26]
(described in Section 2) to include temperature dependence, voltage hysteresis, self-discharge and
diffusion limitation. Furthermore, instead of using the traditional input-output simulation structure [27]
we adopt an acausal approach in which mathematical relations in the model are defined at model
compilation and can therefore adapt to varying battery system architectures. A detailed discussion
retaining to acausal simulation is beyond the scope of the this paper, further information is
provided in [28,29].
This paper is structured as follows: Section 2 defines the ECM representation of the Li-ion cell in
which current dependency is included within the model’s parameterization strategy; Section 3
discusses the design of the complete battery pack model in which key cell-to-cell variations within the
parameterization of the pack model are included; Implementation of the model follows an acausal
simulation strategy; validation of the model at both the cell and system level is presented using
real-world data recorded from an EV operating within an urban environment; discussion, further work
and concluding remarks are presented in Sections 4 and 5, respectively.
2. Cell Model Development
2.1. Cell Model Structure
2.1.1. Cell Electrical Model
Modeling the electronic and thermal behavior of a battery cell requires the characterization of
mechanisms across multiple time constants and the definition of parameters that are dynamically
coupled. The ECM adopted here, is presented within Figure 1 and extends research previously
published within [26]. The lumped-parameter model structure comprises a parallel resistor-capacitor
(RC) network connected in series with a capacitor, a resistor and an ideal voltage source. The internal
resistances includes the Ohmic resistance R0 which comprises all electronic resistances and the
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polarization resistance Rd which when coupled with Cd accounts for ion diffusion [25,30]. The
equivalent capacitance CTh accounts for the variation in Voc with the time integral of load current [20].
Figure 1. Equivalent circuit model (ECM) structure of an individual cell.

The original ECM structure, without modification, does not include parameter dependency on
temperature and state of charge (SOC). Furthermore, the non-linear current dependency of the circuit
components or the effects of self-discharge or hysteresis when defining the cell’s Voc are not included.
When the ECM is implemented using an acausal approach, each component depicted in Figure 1
separately satisfies a suitable governing equation in a context-independent form. The interaction
between the components is formalized in terms of their connections without any definition of causality
(i.e., no variable is declared a-priori as input or output). This declarative modelling strategy is
fundamentally different from a procedural or causal approach where the model is formalized in terms
of model inputs and outputs. The outcomes of an equation based or “declarative” modeling approach is
acausal which, as discussed in [29], results in a higher level of re-usability in addition to improved
model readability. The global electrical behavior of the ECM is described by the set of differential and
algebraic equations:
VL = Voc − ILR0 – UTh − Ud

(1)

d
d

(2)

d
d

d
d

(3)

where VL denotes the terminal voltage; IL denotes the load current; UTh denotes the voltage drop across
the capacitor CTh; Ud is voltage drop due to polarization effects; and QTh is the accumulated charge within
the cell. The coupled set of Equations (1)–(3) can be solved analytically and without loss of generality,
with a solution given by:
1

d

d

(4)

Equation (4) has five unknown parameters (Voc, R0, CTh, Cd and Rd). When compared to
electrochemical models (which may have in excess of 88 parameters that must be defined [31]) the
attraction of the ECM approach to cell modeling is further reinforced. This is particularly the case
when the cell model is embedded within an optimization algorithm, such as within management
systems to predict runtimes and dynamic power estimations [32–34]. Within the context of EV
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performance simulation [25], introducing further RC terms within the model will increase the
computational effort required without offering a discernable improvement in model accuracy.
The parameters of the ECM shown in Figure 1 (Voc, R0, CTh, Cd and Rd) are defined as variables that
depend on temperature, current and SOC. The SOC is defined using the well understood column
counting equation:
100

∙d

(5)

where Qrated is the rated capacity of the cell and therefore defines the total amount of charge that can be
reversibly cycled from the cell.
Voc hysteresis that results from thermodynamic entropic effects, mechanical stress, and microscopic
distortions within the active electrode materials [35] can be critical for reliable state estimation. This is
particularly the case for lithium iron phosphate (LFP) cells which are known to exhibit very little
variation in Voc for the entire SOC range of the cell. The hysteresis contributions Vh to the cell’s Voc is
accounted by redefining the definition of Voc:
Voc = Uoc + Vh

(6)

where Uoc is the mean open circuit potential extracted from charging and discharging galvanostatic
intermittent titration technique (GITT) experiments. The hysteresis voltage (Vh) is defined by the
first-order differential equation:
d
d

1
β

,

sign

(7)

where β defines a constant derived through experimentation and Vh,max is the limiting hysteresis voltage.
Equation (7) is constructed such that for prolonged as well as large pulse charge currents the hysteresis
voltage tends to Vh,max. Conversely for prolonged as well as large pulse discharge currents the
hysteresis voltage will tend to −Vh,max. A graphical representation of Equation (7) is presented Figure 2.
Figure 2. Illustrating the characteristics of Equation (7), for large current magnitudes and
pulse times the hysteresis voltage tends to a maximum deviation of Vh,max.

The RC component shown in Figure 1 contributes a time constant τ = RdCd to the bulk diffusion
process of Li-ions within the solid phase. While electrolyte and solid phase diffusion both influence
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the low-frequency voltage response the relative significance of electrolyte concentration gradients are
found to be small. In this work therefore, we neglect the contribution arising from liquid phase
diffusion which would otherwise introduce additional time constants (RC-pairs) into Equation (4).
The dynamics of the cell voltage are driven by contributions from the ohmic, kinetic and mass
transport polarizations. The ohmic contribution is independent of current magnitude and pulse length,
while as suggested by the Tafel equation [36] the kinetic polarization decreases with current magnitude.
The mass transfer polarization (represented by the pre-exponential terms in the Butler-Volmer
equation [36]) increases as a function of both current magnitude and pulse duration. This mass
transport polarization is thought to be dominated by diffusion within the solid state [37]. As larger
currents are applied to the cell, the dynamics of ions in the solid phase more quickly enter a regime of
diffusion limitation where the surface concentration of lithium may be significantly different than the
average concentration contained within the active material. The average concentration indicates the
concentration level that would be reached if the current were interrupted and the cell was allowed to
reach equilibrium. This is noteworthy since the diffusivity of ions, i.e., the time constant of overvoltage,
will therefore depend on the applied current. In our work we therefore assume a generic polynomial
form for the time constant (τ(IL)) to take account of the non-linear voltage response to large current pulses.
2.1.2. Cell Thermal Model
A common assumption employed within the literature is to assume that temperature is homogenous
across the entire surface of the cell. This assumption is convenient, since it facilitates a significant
simplification of the resulting thermal governing equations.
However, as highlighted in Figure 3, the assumption is not valid for Li-ion pouch cells. Figure 3
shows the surface temperature variation measured using a thermal imaging camera when a 20-A·h
LiFePO4 pouch cell and a 20-A·h LiNiCoMnO2 pouch cell experience a 2C electrical load. The figure
illustrates that an appreciable temperature gradient can develop within some cells. In the case of the
LiFePO4 cell a surface temperature differential of 2.7 °C was recorded by the thermocouples while a
3 °C difference was measured for the LiNiCoMnO2 cell. Similar results have been reported in [38,39]
that discuss the thermal performance of alternative cell chemistries and form-factors. In this work our
primary aim is to study the electrical behavior of complete battery packs. As a result, we define a cell
“effective operating temperature”.
The “effective operating temperature” is similar to the prescription proposed by [40] for dealing
with thermal gradients within lithium battery performance models. The authors studied cells with
significant temperature gradients and found that they exhibit lower impedance than that expected from
the theoretical average temperature. Temperature gradients were treated by calculating an effective
temperature for the cell by first discretising the cell into resistive elements connected in parallel
followed by summing the temperature dependent resistances to calculate an effective resistance
and finally, using Equations (8)–(10) calculating the effective temperature.
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Figure 3. Surface temperature map attained using thermal imaging camera of: (left) a 20-A·h
LiFePO4 pouch cell; and (right) a 20-A·h LiNiCoMnO2 pouch cell under a 2C load.

For a single cell, if we assume a closed system where there are no mass flows, i.e., heat transfers,
we can assume:
mCp∆T = Q

(8)

where m is the mass of the cell; Cp is the specific heat capacity; T is the effective temperature; and Q is
the heat generated. The heat flow Q is given by [41]:
d
d

Q

(9)

where I(V − Voc) represents irreversible joule heating caused by Li-ion transport. The differential term
within Equation (9) represents the reversible rate of heat generation due to entropy change within the cell.
This model assumes no specific geometry for a single cell beyond a total volume with uniform
temperature for some arbitrary body. Heat conduction between cells is assumed to be a linear function:
∆

Q

(10)

For a pouch cell with a thermal conductivity k, area A and thickness L, the conductance G can be
calculated as:
G = kA/L

(11)

It is noteworthy that the reversible entropic contribution to heat generation within Equation (9) may
be important. This can intuitively be understood by considering that for electrochemical reactions
under fixed pressure conditions the equilibrium potential is given by:
d
d

≅

∆
F

(12)

where the ratio of entropy change ∆S (which, as suggested by Figure 4, can take values in the order of
40 at SOC < 10%) to the Faraday constant F (96,487 C/mol) is in the order of 4 × 10−4. This means the
term
(which will be of the order 10−1) in Equation (9) is comparable with the term V − Voc and
should therefore not be neglected at small SOC values.
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Figure 4. Discharge entropy change calculated using Equation (12) across state of charge
(SOC) range for a 20-A·h LiFePO4 pouch cell (dotted line), a 40-A·h LiNiCoO2 pouch cell
(solid line) and a 20-A·h LiMn2O4 cell (dashed line).

2.2. Cell Model Parameterization
2.2.1. Cell Electrical Model
The parameters of the ECM: Voc, R0, CTh, Cd and Rd are calculated by fitting HPPC data—a series of
10-s charge and discharge pulses at different SOC values and temperatures—to Equation (4). To do this,
we first re-write Equation (4) in a closed form [26]:
1
,

,

1–

1

,

,

∆
τ
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∆
τ

∆
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exp

,

,
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,
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,

where the subindex i indicates the ith time-step. Equations (13) and (14) are then written in matrix form:
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,

∆

(16)
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Employing data from a single pulse of the HPPC experiment corresponding to a single temperature,
SOC and Current, we can completely determine the left hand side as well as the first matrix on the
right hand side of Equation (15). Using linear least squares fitting we can then determine the time
constant τ = RdCd minimizes the square error between predicted and measured voltage (HPPC test) and
the corresponding values for Voc, R0, CTh and Rd.
Given that a single HPPC test pulse—and hence the subsequent set of fitted parameters—is related
to a single temperature, SOC and current, an algorithm is employed to repeat the process for all
the combinations of T = −20 °C, 0 °C, 25 °C, 45 °C, SOC = 5%, 20%, 50%, 80%, 95% and
,
,
,
,
which represents a typical operating envelope for EVs. It is
important to include in the HPPC tests physical conditions that are close to the boundary of operation
where batteries display non-linear behavior. For example, in lithium batteries possessing a graphite
negative electrode there is highly non-linear Voc dependency on SOC around very large and very small
SOC values due changes in intercalation and de-intercalation phases [42,43] so it is important to include
5% and 95% SOC points in the characterization tests.
In Figure 5, we show a three dimensional plot of Ohmic resistance for a 30-A·h lithium
nickel-manganese-cobalt oxide (NMC) cell as a function of SOC and discharge current for various
ambient temperatures derived by fitting Equation (15) with experimental data. The effect of current
magnitude on Ohmic resistance is dominated by internal temperature effects since larger currents
only act, in this context, to raising internal temperature which departs rapidly from the ambient
soak temperature. Similarly, pulse data is used to generate Voc(SOC, T), Rd(SOC, IL, T) as well as
values for the other model parameters.
Figure 5. Internal resistance for a 30-A·h lithium nickel-manganese-cobalt oxide (NMC)
cell as a function of temperature and SOC for various currents.

We have parameterized our model for a number of commercially available cells ranging a number
of cell formats, sizes and chemistries including cells with LFP, manganese spinel (LMO), lithium
nickel-cobalt-aluminium oxide (NCA), lithium cobalt oxide (LCO), NMC and mixed oxide cathode
materials and graphite and lithium titanate (LTO) anode materials. We find cells with the same
chemical compositions have similar Voc(SOC) profiles; however, internal resistance—which is
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influenced by factors such as electronic contact between active electrode materials and current collectors,
homogeneity of the active material paste, the battery internal structure—and polarization
resistance—influenced by electrolyte composition—are found to differ. It can thus be established
that both design as well as the manufacturing process itself will have a bearing on battery
performance characteristics.
2.2.2. Cell Thermal Model
For each cell under evaluation, the heat capacity is calculated using a bespoke calorimeter.
Values of 880 J/(kg·K) for 18,650 cells to 1900 J/(kg·K) for pouch cells are observed [44].
Thermal conductance is calculated either by appropriately summing the conductance of constituent
material values taken from literature [42] or by curve fitting Equation (10) with simple bespoke
experiments and high fidelity computational fluid dynamics (CFD) models.
2.3. Cell Model Implementation
Given model parameter values at fixed T, SOC and IL a mechanism for interpolation that
generates mathematically smooth estimates for the parameters such that y = f(SOC, IL, T) is required.
Common practice within the literature is to employ a polynomial fitting function within the simulation.
However, a known limitation of this approach is that the resulting function may not fit the data well [45].
In this work we utilize spline functions to generate smooth estimates for y(SOC, T) which avoids
oscillations within interpolated values either side of outliers [27]. Implementation of the model
employs cubic splines because with the first-degree splines the slope of the spline may change abruptly
at the data breakpoints. Conversely, for the second-degree splines, there is a discontinuity within the
second derivative which means that the curvature of the quadratic spline changes abruptly at each node.
The cubic spline function is defined in the x interval [x0, xf] such that it is a polynomial of degree at most
three on each subinterval and is continuous up to its second derivative. In our work, spline interpolation
is coupled with linear interpolation where there is a weak correspondence between a model variable [46]
and the model output.
Figures 6 and 7 present a subset of the validation results for the derived electro-thermal cell model.
While the model has been validated for a number of commercially available cells, here we present
results for a 30 A·h NMC pouch cell (Figure 6) and a 20 A·h LFP pouch cell (Figures 7a and 8c).
The cells were cycled and monitored using a Bitrode Battery Cell Cycler with a ±5 mV and ±100 mA
measurement error.
The NMC pouch cell was loaded with a 500 s drive cycle that accurately emulates a high
performance EV around the Nürburgring racing track (Figure 6a); current pulses ranged between 11C
discharge and 1C charge rates with fast transient dynamics. The transient discrepancy between
measured and predicted voltages (shown in Figure 6b) is less than 50 mV. For the 20-A·h LFP cells, a
600 s artificial cycle shown in Figure 7a that contains 400 A (20C) discharge pulses were employed to
validate the predication capabilities of the model. This aggressive cycle was chosen specifically to
validate the model at the boundaries of the parameterization dataset, where cell performance is known
to be more non-linear [37]. These results of the electro-thermal model are presented in Figure 7,
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along with laboratory test data. Once again there is a maximum of 50 mV transient error between the
measured and predicted voltages.
Figure 6. (a) Current profile used to test the 30 A·h NMC pouch cell; and (b) a comparison
of predicted cycle voltage using the cell model (blue line) with actual test data (red line) for
the 30 A·h NMC cell.

(a)

(b)
When parameterising and validating the performance of the cell model for different commercially
available cell technologies, a peak error of approximately 45–75 mV was found to be persistent
when comparing experimental data and the simulation output. This value is known to exceed the
measurement tolerances of the experimental facilities employed and is deemed indicative of the
phenomenological approach presented here. The authors acknowledge that the proposed electro-thermal
model cannot completely describe the behavior of the electrochemical system. The simulation error is
indicative of a physical effect that is unrepresented within the model, which the authors attribute to not
codifying the cycling history of the cell within the model.
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Figure 7. (a) Depicts a highly demanding current profile used for this validation process.
The duration of this cycle is 600 s (excluding rest time) and the pulses range between 20C
discharge and 10C charge; and (b) a comparison of predicted terminal voltage using the
cell model (blue line) with actual test data (red line) for a 20 A·h lithium iron phosphate
(LFP) cell. The maximum transient error is less than 50 mV.

(a)

(b)
For thermal validation for the LFP cell model, 16 t-type thermocouples were bonded to the cell surface
as shown in Figure 8. The thermocouples were fastened using 13 mm × 18 mm labfacility thermopads.
As described previously, the model utilizes an effective temperature when simulating the heat
generation and thermal conduction between cells. For the duty-cycle presented in Figure 7a (in the
absence of forced air cooling), the observed thermocouple temperatures are shown in Figure 8b.
As expected the effective cell temperature should be skewed towards the hottest part of the cell
because the electrical current will follow the path of least resistance. This is shown in Figure 8c that
compares the temperature logged by thermocouple F7 (c.f., Figure 8a,b) with the effective cell
temperature predicted from Equations (8)–(10).
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Figure 8. (a) Depicting the placement of thermocouples on the LFP 20-A·h pouch cell;
(b) a plot of temperatures logged by thermocouples placed on an LFP pouch cell as shown
in (a) under a load cycle depicted in Figure 7a; and (c) a comparison of temperature logged
by thermocouple F7 and the predicted effective cell temperature.

(a)

29,459
(b)

(c)
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3. Pack Model Development
3.1. Pack Model Structure
3.1.1. Pack Electrical Model
In order to enhance model reusability, the cell model was defined as a Class within the object
orientated (OO) simulation environment Dymola. Dymola exploits the OO properties of inheritance
and encapsulation in which individual classes can be aggregated hierarchically to facilitate the
definition of models that represent both battery modules and complete battery packs. Due to the
acsual nature of Dymola, cells within a module may be defined to have either a series or parallel
electrical connection; likewise modules can be connected in parallel or series to provide the required
electrical characteristics (energy density and power density) for the pack.
Within a real system, cells are physically connected by their tabs; this physical connection is
modeled via electrical ports within the class that demands Kirchhoff’s law (current and voltage) to
be satisfied [28]. At the model definition stage, there is no prescription of inputs and outputs leading to
a declarative modeling architecture. As highlighted above, the declarative (acausal) nature of the pack
model is an essential feature for model usability and reconfigurability and is the most suitable and
consistent way of studying cell-to-cell variations. For example, connecting unbalanced cells in parallel
causes current flow; in a procedural or causal context a complex algorithm is required to represent
such a phenomenon while in an acausal environment this is straightforward. Further information on
this phenomena is provided within [29].
3.1.2. Pack Thermal Model
The definition of the cooling circuit considered consists of cooling plates passing coolant
(an incompressible 1:1 mixture of water and ethylene glycol) that is forced by an ideal pump with a
mass flow rate mflow. The pressure drop ∆p between the pump and the cooling circuit is:
∆

8ζ
π

ρ

|

|

(17)

where D is the diameter of the orifice at the position where ζ is defined; and ζ (assumed to be
constant in the turbulent flow regime) is the loss factor with respect to D and ρ is the upstream density.
The individual cells are physically connected to the cooling plates; this physical connection is modeled
by thermal ports which satisfy generic thermodynamic conservation laws [28]. The cooling model
represents a high-level depiction of a generic fluid based cooling system employed within many
commercial and prototype EVs and HEVs.
3.2. Pack Model Parameterization
3.2.1. Pack Electrical Model
The electrical model may be characterized, in part, from the battery specifications provided by the
cell manufacturer. However, a more robust model definition and parameterization strategy is obtained
through the direct characterization of cells using the results from either EIS or HPPC experiments.
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Table 1. Statistical analysis of WMG battery laboratory initial characterization of received goods data at 25 °C. Std means standard deviation;
MO indicates a mixed oxide electrode cell; P indicates pouch cells; and C indicates cylindrical cells. LMO: manganese spinel;
LTO: lithium titanate; and NCA: lithium nickel-cobalt-aluminium oxide.

Voc
Impedance
1 kHz
Initial battery
capacity
Bus bar
resistance

Cell
Std% of mean
Range% of mean
Std error%
Std% of mean
Range% of mean
Std error%
Std% of mean
Range% of mean
Std error%
Std% of mean
Range% of mean
Std error%

LFP (P)
0.00%
0.00%
0.00%
27.84%
71.51%
5.68%
0.50%
1.19%
0.25%
0.50%
2.50%
0.12%

LMO (P)
0.04%
0.13%
0.01%
2.05%
6.58%
0.58%
0.05%
0.09%
0.03%
0.50%
2.50%
0.12%

LTO (P)
1.11%
4.17%
0.21%
3.68%
15.56%
0.68%
1.69%
3.67%
0.84%
0.50%
2.50%
0.12%

NMC1 (P)
7.35%
23.70%
2.25%
37.02%
116.75%
10.70%
18.00%
41.67%
9.00%
0.50%
2.50%
0.12%

NMC2 (P)
0.39%
1.79%
0.07%
2.93%
9.69%
0.78%
0.51%
1.34%
0.23%
0.50%
2.50%
0.12%

NMC3 (P)
0.06%
0.27%
0.01%
2.05%
9.78%
0.32%
0.16%
0.30%
0.09%
0.50%
2.50%
0.12%

MO (P)
5.19%
17.76%
0.92%
25.52%
76.55%
4.51%
0.18%
0.41%
0.09%
0.50%
2.50%
0.12%

NMC4 (P)
0.20%
0.56%
0.05%
0.00%
0.00%
0.00%
0.00%
0.00%
0.00%
0.50%
2.50%
0.12%

NCA (C)
0.13%
0.83%
0.01%
1.28%
7.17%
0.06%
0.00%
0.00%
0.00%
0.50%
2.50%
0.12%

NMC5 (P)
0.45%
1.93%
0.10%
3.73%
14.75%
0.83%
9.09%
18.18%
5.25%
0.50%
2.50%
0.12%

NMC6 (P)
2.70%
8.52%
0.85%
2.13%
6.24%
0.67%
1.63%
3.16%
0.94%
0.50%
2.50%
0.12%
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To emulate representative cell-to-cell variations within the overall pack the results discussed in
Section 2.2.1 were defined as the nominal or average values for Voc, capacity and impedance.
Further analysis of initial characterization of received goods data (that includes measured data
from many hundreds of received cells) is presented in Table 1. A comprehensive understanding of
the manufacturing tolerances for each cell facilitates the creation of a stochastic approach to cell
parameterization. Each cell within the pack is parameterized using a set of values within the allowable
window represented by the statistical mean and the standard deviation (Std). This process is further
explained in Figure 9.
Figure 9. (a) Dymola model diagram layer showing component array methodology for
scalable stacks; and (b) Dymola code extract for the cell model class.

(a)

(b)
3.2.2. Pack Thermal Model
For the complete battery pack model, the surface area of the cooling plate was taken to be 1.2 m2,
the constant coolant flow rate
27
d
is taken to be ≪ 1.
3.3. Model Implementation
A complete physical battery system may exploit a mixture of series and parallel cell configurations
to achieve the desired operating voltage and capacity. Since current on a high voltage bus is usually
capped by the bus-bar, a large number of cells in series are required to achieve power demand.
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This, however, has the disadvantage that a weaker cell can cause an SOC imbalance and severe
power derating. While using a large number of parallel connected cells can mitigate some of the
drawbacks associated with series connections, volume and weight constraints in EVs and HEVs
(which will limit the overall number of cells that can be employed) mean that parallel connections will,
themselves, not be able to achieve typical power demands. Moreover, an electrical short in a highly
parallel system could be challenging because a faulty cell would drain energy from surrounding cells,
causing a potentially fire hazard.
To ensure a useable and scalable model architecture, component arrays are employed rather than
the instantiation of separate model classes. The advantages of using component arrays over separate
instantiations of single components is firstly: less model diagram layer space, but more importantly the
ability for the model to be scaled up or down without having to manually redefine the model architecture.
In the example shown in Figure 9a, each element within the cell and resistance arrays (size = n)
have been linked using the notation presented in Figure 9b. The Symbolic Manipulator embedded within
Dymola is used to simplify the system of equations generated for a model during compilation [28,29,47].
Based on the interconnection of classes, which within the context of the battery system model is cells
in series or parallel), the model equations are rearranged into a form where the unknowns variables can
be calculated whilst the redundant equations are removed. The simplification of the systems of
equations leaves the accuracy of the model intact whilst dramatically reducing the computational effort
required to solve the original model equations [29,47,48].
Simulation results and verification of the model are presented within Figure 10. Results are
presented for a constant current-constant voltage (CC-CV) charging test on an LFP module
comprising of 48 20-A·h cells in a 2p24s configuration (24 serially connected cassettes of two
parallelly connected cells). The CC-CV charging regime comprises a charging phase at constant
current of 40 A until the battery reaches the manufactures defined cut-off voltage at which point the
charging protocol enters a constant voltage phase until 100% SOC is achieved. The physical module
was cycled and monitored using a Bitrode FTF-500-900 EV/HEV Battery Pack Test System.
Thermal measurements were made using 96 t-type thermocouples with an ETAS module and a
Campbell data logger. The t-type thermocouples were bonded by the manufacturer using resin.
A commercially available battery system was employed to facilitate validation of a complete battery
pack model. The battery system comprises 214 20-A·h LFP cells in a 2p107s configuration. The cells
are organized into five modules; four modules with 2p24s configuration and a final module with a
2p11s configuration. There is a manual service interlock within the pack to isolate the complete system
for safety into two separate 2p48s and 2p59s modules. The cells are connected via laser welds to the
bus bar and the modules are connected via 48 mm2 copper cables with a measured resistance of
240 × 10−8 Ω and measured inductance of 50 N·h. The pack was cycled and monitored using a
Bitrode FTF-500-900 EV/HEV Battery Pack Test System and temperature was recorded using t-type
thermocouples connected to a pico-logger configured with a sample rate of 1 Hz. The t-type thermocouples
were bonded by the manufacturer using resin. The pack was connected to a cooling system passing
liquid coolant at a mass flow-rate of 27 L/min through the cooling plates attached to the bottom of the
pack (opposite end to cell tabs).
The pack was cycled with a number of representative plug-in HEV (PHEV) drive-cycles. Figure 11b
presents voltage predictions for a pack under a charge sustaining current profile defined in Figure 11a.
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The electrical load comprises a 63 min current cycle consisting of three phases; the first 24 min is a charge
depleting phase with currents I ranging between −200 A and 130 A, followed by a 34 min phase of
constant 40 A charge; the final phase is a second 5 min charge depleting phase with similar current
magnitudes defined for first one. As it can be seen from Figure 11b, the maximum discrepancy between
modeled and measured voltages was found to be in the order of 28 V (or 0.26 V per cell) during
transient discharge. This value represents a peak prediction error of approximately 8% (c.f., Figure 11b).
However, it is noteworthy that for the most part of the cycle, in which the battery system is almost in
steady-state or under lower transient load, the error is below 7 V (or 66 mV per cell) during transient
discharge corresponding to 2%.
Figure 10. (a) A comparison of predicted voltage using the cell model (red line) with actual
test data (blue line) for the 20-A·h LFP cell; the maximum transient error is less than 0.8 V;
(b) a comparison of predicted current (red line) with actual test data (dashed blue line) for
the 20-A·h LFP cell; and (c) a comparison of predicted effective temperature of a single
cell (red line) vs. maximum recorded temperature and minimum recorded temperature
(dashed blue line).

(a)

(b)

(c)
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In Figures 10c and 11c, we compare effective cell temperatures with maximum and minimum
recorded temperatures within the module and pack respectively. As discussed in Section 2.1.2, the
effective temperature represents the homogenous temperature of a theoretically equivalent cell. We
find that the effective temperature is not mimicking the hottest part of the module and pack as it did for
a single cell, see Figure 8c. This is because the performance of a cell mimics the behavior of the
warmer cell when the cells are connected in parallel. When cells are connected in series (as is the
case here) the performance is limited by the colder cells. We thus find effective cell temperatures,
shown in Figures 10c and 11c, are skewed towards the colder temperatures.
Figure 11. (a) Plug-in hybrid electric vehicle (PHEV) current load applied to the 214 20-A·h
LFP cell battery pack; (b) predicted battery system voltage (red) and measured voltage (blue);
and (c) compares modeled temperature (solid red line) verses maximum and minimum
recorded cell temperature in the pack (dashed blue line).

(a)

(b)

(c)
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4. Discussion
As highlighted within Figure 12, the simplest approach to account for the impact of diffusion limitation,
namely the inclusion of a current dependent RC time constant within the ECM, can lead to small
improvements in the voltage prediction capability of the model. In this scenario a time constant is of
the form:
τ

2000

0.42

d

0.012

d

(18)

Figure 12. Voltage vs. time for a 20 A·h LFP cell under a 5C (100 A) discharge pulse
for 50 s. Solid line (blue) measured laboratory data; dashed (green) model output with
no correction; and dashed-dotted (red) model output that includes a current dependent time
constant to emulate diffusion limitation.

The value of the time constant was derived from experimental HPPC data following the
procedure discussed in Section 2.2.1. The authors highlight the challenge of using 10 s pulse data to
derive τ. It was found that a suitable prescription to enter and exit the non-linear regime is required to
ensure consistent model accuracy.
A fundamental aspect of a representative battery pack model is the inclusion of cell-to-cell variations.
As discussed in Section 3, this is readily facilitated by equation based models as opposed to
assignment statement based models. A principle advantage of the former is the solution direction of
equations will adapt to the data flow context in which the solution is computed. The nature of the
equation based approach means that the models are acausal. This in turn means that the model designer
is not required to rewrite or rearrange the system equations when using the components in different
scenarios, for example forward and inverse dynamic modeling situations or constructing models of
different battery system architectures.
The implications of acausality, within the context of studying cell-to-cell variations, are further
demonstrated within Figure 13. The results highlight the implications of large SOC(Voc) imbalances
within battery packs that contain a large number of parallel connected cells. Initial conditions for the
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cells SOC were defined within the range of 50 ≤ SOCinitial ≤ 70 to an 81p1s 2.2-A·h NMC 18650 module.
The unbalanced module was then electrically loaded with a 100-s cycle, comprising 10 10-s saw tooth
discharge pulses of around −100 A amplitude followed by 400 s of rest. The Figure shows cells with
higher SOC are always discharging, as expected, whereas cells with smaller SOC are being charged
until their Voc exceeds the modules nominal voltage. At the end of cycling the cells in the module act to
equilibrate themselves to a common Voc(SOC).
Figure 13. (a) Current (A) vs. time (s) for an 81p1s module with randomly assigned initial
SOC in the range of 50 ≤ SOCinitial ≤ 70; and (b) SOC (%) vs. time (s) for an 81p1s module
with randomly assigned initial SOC in the range of 50 ≤ SOCinitial ≤ 70.

(a)

(b)
The polarisation and magnitude of individual cell currents within the module depends on the sign
and magnitude of the voltage difference:
. Figure 13 shows that cells with higher SOC
are required to meet pack demands while simultaneously working to re-balance cells with lower SOC.
It can be seen that, cells with an initial SOC of 56% lost capacity during cycling because it’s
equilibrium voltage was higher than the modules nominal voltage; when the power demand was
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switched off the modules nominal voltage immediately rose above the cells Voc resulting in a change
of polarity, i.e., causing the cell to then charge towards a module equilibrium. The capacity throughput
after 100 s of cells: starting at 70% is 180 A·s, starting at 56% is 17.5 A·s, starting at 50% is 24 A·s.
The ability to emulate within a single model structure, the interconnection of cells using both Kirchhoff’s
voltage law and the current law, is an inherent property of the proposed acausual modeling approach
and one that would be prohibitively difficult when using a traditional declaration-based simulation tool.
5. Conclusions
This paper presents the development of an acausal battery model based on an ECM representation
of the cell to emulate the electrical dynamics and a coupled, thermal model of the cell. This research
extends that previously published, by modifying the circuit elements to take account of both hysteresis
and diffusion limitation. The latter is known to be a nonlinear function of large operating currents or
prolonged cell operating times.
Validation of the cell model for a number of commercially available cells has been undertaken.
Within this paper, detailed validation experiments are presented for both a 30-A·h NMC pouch cell
and a 20-A·h LFP pouch cell. The simulation results show that the new model accurately emulates the
dynamical characteristics of lithium-ion batteries when exercised under real-world excitation.
Exploiting the principles of object orientation and acausal modeling that are available within Dymola,
a complete battery pack model is presented based on the inheritance of individual cell models defined
as classes. A key attributes of the battery pack model, namely the ability to parameterize the model to
represent cell-to-cell variations in Voc, capacity and impedance was demonstrated. The impact of
diffusion limitation modelled through a current dependent time constant within the cell model was
shown to improve the accuracy of voltage predictions during high current pulses.
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Nomenclature
A
Cd
Cp

Cooling plate surface area (m2)
Polarization capacitance (F)
Cell bulk heat capacity (J/(kg·K))
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CTh
D
G
i (subscript)
Id
IL
Imax
k
L
m
mflow
∆p
Q
Qrated
QTh
R0
Rd
SOC
T
tpulse
Ud
Uoc
UTh
Vh
Vh,max
VL
Voc
β
ζ
τ
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Transient current load capacitance (F)
Diameter of the orifice (m)
Cell bulk thermal conductance (W/K)
ith time-step
Effective current across the capacitor Cd (A)
Load current at battery terminals (A)
Maximum manufacturer suggested discharge/charge current of cell (A)
Thermal conductivity (W/(m·K))
Cell thickness (m)
Cell mass (kg)
Coolant flow rate in pack cooling circuit (L/min)
Pressure drop between the pump and cooling circuit (psi)
Endothermic heat generated in the cell (J)
Battery rated capacity (A·h)
Charge accumulated on capacitor CTh (A·h)
Ohmic resistance (Ω)
Polarization resistance (Ω)
State of charge (%)
Cell effective temperature (°C)
Current pulse length
Voltage across Cd (V)
Mean Voc from galvanostatic intermittent titration technique (GITT) experiments (V)
Voltage across CTh (V)
Hysteresis voltage (V)
Maximum hysteresis voltage (V)
Load voltage at battery terminals (V)
Nominal voltage of battery module (V)
Open circuit voltage (V)
Hysteresis voltage capacity (A·h)
Pressure drop loss factor
Resistor-capacitor (RC) time constant
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