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Abstract: Wastewater treatment can consume a large amount of energy to meet discharge standards.
However, wastewater also contains resources which could be recovered for secondary uses under
proper treatment. Hence, the goal of this paper is to review the available green energy and
biomass energy that can be utilized in wastewater treatment plants. Comprehensive elucidation of
energy-efficient technologies for wastewater treatment plants are revealed. For these energy-efficient
technologies, this review provides an introduction and current application status of these technologies
as well as key performance indicators for the integration of green energy and energy-efficient
technologies. There are several assessment perspectives summarized in the evaluation of the
integration of green energy and energy-efficient technologies in wastewater treatment plants. To
overcome the challenges in wastewater treatment plants, the Internet of Things (IoT) and green
chemistry technologies for the water and energy nexus are proposed. The findings of this review are
highly beneficial for the development of green energy and energy-efficient wastewater treatment
plants. Future research should investigate the integration of green infrastructure and ecologically
advanced treatment technologies to explore the potential benefits and advantages.
Keywords: wastewater treatment plant; green energy; advanced energy-efficient technologies; key
performance indicators

1. Introduction
1.1. Wastewater Treatment
According to the treatment scale, the environmental function of the discharged water body, and
the local environmental protection requirements, there are three processes which can be selected for
water treatment: the first-level strengthening treatment process, the secondary treatment process, and
the secondary strengthening treatment process. First-level strengthening treatments usually utilize
materialized strengthening treatment methods [1], such as the pre-stage process of the adsorption
biodegradation (AB) method, the pre-stage process of the hydrolysis aerobic process, the high-load
activated sludge process, etc. The secondary treatment process can use the activated sludge process,
oxidation ditch process, sequencing batch reactors (SBR) process, hydrolysis aerobic method, AB
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Figure 2. Energy distribution in conventional activated sludge systems [16].
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1.3. Objectives
In this paper, the energy-saving technologies and capacity technologies in wastewater treatment
are reviewed and introduced through a literature review, and the green energy sources available in
In this paper, the energy-saving technologies and capacity technologies in wastewater treatment
wastewater treatment plants are also introduced. Through the review and summary of this article, it
are reviewed and introduced through a literature review, and the green energy sources available in
is hoped that the energy savings and technological progress of wastewater treatment plants can be
wastewater treatment plants are also introduced. Through the review and summary of this article, it
promoted. The main key research contents of this paper are as follows: (1) The implementation of green
is hoped that the energy savings and technological progress of wastewater treatment plants can be
energy and energy-efficient technologies for wastewater treatment plants are reviewed. Green energy
promoted. The main key research contents of this paper are as follows: (1) The implementation of
and biomass energy utilized in WWTPs are addressed. (2) The challenges and perspectives of the
green energy and energy-efficient technologies for wastewater treatment plants are reviewed. Green
water and energy nexus for WWTPs are presented. (3) Key performance indicators for the integration
energy and biomass energy utilized in WWTPs are addressed. (2) The challenges and perspectives of
of green energy and energy-efficient technologies are developed. Comprehensive elucidation of
the water and energy nexus for WWTPs are presented. (3) Key performance indicators for the
energy-efficient technologies for WWTPs are revealed. (4) The Internet of Things (IoT) and green
integration of green energy and energy-efficient technologies are developed. Comprehensive
chemistry technologies are introduced for system optimization of WWTPs. The water and energy
elucidation of energy-efficient technologies for WWTPs are revealed. (4) The Internet of Things (IoT)
nexus of wastewater treatment plants in China are also revealed and discussed.
and green chemistry technologies are introduced for system optimization of WWTPs. The water and
energy nexus of wastewater treatment plants in China are also revealed and discussed.
2. Challenges and Barriers
2.1. Confluence System Rainwater and Initial Rainwater
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2. Challenges and Barriers
2.1. Confluence System Rainwater and Initial Rainwater
At present, the designed sewage volume of urban sewage treatment plants in China only calculates
the amount of sewage and a small amount of groundwater infiltration [17]. The amount of rainwater
in the combined system has not been considered, and the runoff rainwater entering the sewage system
has also not been considered [18]. However, there are still confluence areas in some parts of China,
even if the area was built according to the diversion system. Some sewage treatment plants in the
rainy season exceed the treatment capacity, which will cause the deterioration of environmental quality
when excess sewage and rainwater overflows into the water environment.
2.2. Low Influent Concentrations
According to the chemical oxygen demand (COD) analysis results of sewage treatment plant
influents, the influent COD of urban sewage treatment plants in China is low. The main reasons are as
follows: (1) Part of the sewage treatment plant is not complete. Sewage pipe networks are affected
by various factors during operation, such as ruptures, leakages, and staggering. (2) In the areas with
high groundwater levels, the above factors would cause infiltration of groundwater and dilution of
sewage [19].
2.3. Low Sewage Recycling Ratio
Many cities are lacking in water safety to drink and the ecological environmental water cannot
be guaranteed. In addition, the tail water of sewage treatment plants that have been treated with
high standards cannot be effectively utilized. In this case, the reclaimed water has become a veritable
second water source. In Beijing, there is more than 1 billion m3 of reclaimed water which is being used
every year [20]. At present, the reclaimed water should be investigated especially in water-deficient
areas, then, practical and feasible countermeasures to ensure reclaimed water can be used as a second
water source should be proposed [21].
2.4. Unsafe Sludge Disposal
Large amounts of sludge are not being stabilized in sewage treatment plants, and they are
potentially dangerous secondary sources of pollution in the transportation and disposal processes.
Unsafe sludge disposal would largely negatively affect the environmental benefits from sewage
treatment facilities [22]. Sludge treatment is as important as water treatment. The proper evaluation of
investment and disposal costs is necessary to strengthen coordination among various departments
and industries [23].
2.5. Low Energy Efficient
It has been proposed to construct an energy self-sufficient sewage treatment plant that is carbon
neutral [24]. Administrative departments can achieve energy self-sufficiency by reducing the energy
consumption of sewage treatment, utilizing exogenous organic matter and sludge, improving the
synergism of high-efficiency anaerobic digestion and cogeneration. At present, however, most
construction units in urban sewage treatment plants eliminate the anaerobic digestion of sludge
during the feasibility stage due to the complexity of anaerobic management and low organic matter
content of sludge [25]. In recent years, the construction and operation of urban sewage treatment plants
should improve the energy self-sufficiency rate of sewage treatment plants through high-efficiency
anaerobic digestion and synergistic anaerobic digestion technology on the basis of reducing the
electricity consumption per ton of sewage treatment [26].
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3. Green Energy for Wastewater Treatment Plants
3.1. Solar Energy
With the operation of a large number of sewage treatment plants, the problem of sludge disposal
has become an imminent and difficult problem in the water treatment industry and the social
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b) Sludge Drying Technology by Greenhouse-Type Solar Energy
A greenhouse-type solar drying device has the advantages of a simple structure and easy
operation. In order to obtain more solar radiation, materials used on the drying device usually have
high transmittance. However, a large enough space is needed for the construction of the drying
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(b) Sludge Drying Technology by Greenhouse-Type Solar Energy
A greenhouse-type solar drying device has the advantages of a simple structure and easy
operation. In order to obtain more solar radiation, materials used on the drying device usually
have high transmittance. However, a large enough space is needed for the construction of the
drying chamber to make sure sludge can receive enough sun radiation to reach low water content.
Luboschik [35] already began research on sludge solar drying in 1994. A drying test done in Southern
Germany showed that the annual evaporation of water per unit area can reach 700–800 kg, and
recycling waste heat can increase the coefficient of performance by 3–4 times.
(c) Heat Collector and Storage Solar Sludge Drying Technology
In order to improve the stability of the drying system, a collector solar drying system can be used.
The solar collector is used to convert solar energy into electricity which is able to heat water with a
constant water temperature, so that the sludge can be thermally dried by hot water through floor
radiation [36]. Mathioudakis et al. [37] studied the drying of sludge in Greece using a heat collecting
and storage solar drying device. The results show that the sludge moisture content needed to be
reduced from 85–6% for 7–12 days in the summer and reduced to 10% for 9–33 days in the autumn, at
the same time, the volume of sludge was reduced to 15–20%. If a solar hot water circulation system
was installed at the bottom of the unit for assistance, the sludge drying time could be shortened to 1–9
days even in winter [38].
(d) Heat-Pump Solar Greenhouse Sludge Drying Technology
Sludge drying technology combining solar energy and a heat pump fully utilizes the heat-pump
system to reach high evaporation temperatures with high efficiency. A solar collector has the
advantages of good heat collecting performance at low temperatures [39]. Through this new
combination system, it effectively overcomes the instability problem of solar energy. At same time, it
achieves the goal of energy saving, emissions reduction, and pollution prevention [40]. Slim et al. [41]
carried out a drying study using a heat-pump solar greenhouse sludge drying system, and the results
show that the increasing temperature of heated air can accelerate the evaporation of water under the
fixed heating temperature conditions.
3.1.2. Photoelectric Utilization
Some researchers have suggested that photovoltaic power generation that provides electricity
for sewage biological treatment can reduce the energy consumption of sewage treatment plants [42].
Sewage treatment plants have a high electric load with large energy consumption, and they are
operated continuously for 24 h with a stable load [43]. The power generated from a photovoltaic power
station can satisfy the needs of a water treatment plant, which is in line with the “self-sufficiency”
mode [44]. The electricity consumption takes up more than 30% of production costs, so cost reduction
and efficient treatment is required intensively [45]. The combination of photovoltaic power and
wastewater treatment with the implementation of contract energy management can further reduce
the cost of wastewater treatment. At present, it also has some application cases for treating sewage
using solar power as a power source. Hudnell et al. [46] adopted solar-powered circulating agitation
technology to replace conventional aeration technology of oxidation ponds, which can effectively
reduce the electricity consumption and operating costs of the oxidation pond, while also deodorizing
and reducing sludge production and greenhouse gas emissions. Han et al. applied solar power to
drive the oxidation ditch without the battery, and the solar power system automatically starts and
stops depending on the change in light intensity [47].
3.1.3. Photocatalysis
The basic principle of solar photocatalysis is that by exciting the electrons in the semiconductor,
the electrons are excited from the valence band to the conduction band to generate photogenerated
electrons, thereby generating photogenerated holes in the valence band, and the electrons and holes
are respectively diffused to the semiconductor surface [48]. The surface reacts with different organic
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matters to degrade the contaminates. Some organic or inorganic pollutants in the sewage are detoxified
by an oxidation-reduction reaction. Photocatalysis has its unique advantages of rapid reaction,
complete oxidation, no secondary pollution, mild reaction conditions, and no need for excessive
equipment. It is often used for advanced treatment or wastewater reuse treatment in sewage treatment
plants [49].
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of low-level
many
significances
[61]. The in
recovery
and
reuse
of the[62].
effluent
from a sewage
plant can alleviate
the

current situation of water shortages in China to some extent [62]. Development and utilization of lowlevel energy sources in sewage through heat-pump technology can replace part of coal-fired and oilfired boilers, which can properly alleviate environmental problems [63].
4. Advanced Energy Efficient Technologies for Wastewater Treatment Plants
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energy sources in sewage through heat-pump technology can replace part of coal-fired and oil-fired
boilers, which can properly alleviate environmental problems [63].
4. Advanced Energy Efficient Technologies for Wastewater Treatment Plants
4.1. Pumps
The influent of the sewage treatment plant is at the end-pipe network system, and it has relatively
low
elevation.
it is 16,
necessary
to REVIEW
use a lifting pump to lift the sewage into the treatment
Int. J. Environ. Res. Therefore,
Public Health 2019,
x FOR PEER
8 of 28
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Figure 5. Water pump
pump flux
flux to
to time
time according
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to actual
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flowrate
rateat
atdifferent
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times.

4.2. Aeration
4.2. Aeration
The removal of pollutants in sewage is mainly achieved through microbial biochemical metabolic
The removal of pollutants in sewage is mainly achieved through microbial biochemical
processes. Wastewater treatment biochemical processes mainly include the Anaerobic-Anoxic-Oxic
metabolic processes. Wastewater treatment biochemical processes mainly include the AnaerobicAnoxic-Oxic process, oxidation ditch process, and the SBR process [71]. The process for biochemical
metabolism of microorganisms to remove pollutants requires the presence of electron acceptors
which is mainly provided by aeration and oxygen supply [72]. Therefore, effective aeration is an
important method for pollutant removal and effective sewage treatment. In addition, in the process
of pollutant removal, such as denitrification in the A2O process, the mixture reflux is required to
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process, oxidation ditch process, and the SBR process [71]. The process for biochemical metabolism
of microorganisms to remove pollutants requires the presence of electron acceptors which is mainly
provided by aeration and oxygen supply [72]. Therefore, effective aeration is an important method for
pollutant removal and effective sewage treatment. In addition, in the process of pollutant removal,
such as denitrification in the A2O process, the mixture reflux is required to provide nitrate nitrogen as
an electron acceptor [73]. Chemical agents are required to enhance chemical precipitation in the process
of chemical phosphorus removal, which also cause certain energy consumption. Aeration control
is the key point for energy savings and consumption reduction in the biological sewage treatment
process [74]. The differences in the aeration profiles between traditional control and optimized
conditions. Aeration control includes optimization of the aeration device, aeration pipe arrangement,
and optimization of aeration supply mode [75].
For aeration methods, the A2O and SBR processes generally use microporous aeration, while
oxidation ditch generally uses rotary brush aeration or inverted umbrella aeration [76]. Microporous
aeration mainly enhances oxygen transmission efficiency by generating microbubbles with a diameter
of 1.5–3.0 mm. However, the microporous aeration process requires high energy due to the large
aerodynamic resistance of the air flow through the micropores. Therefore, it is necessary to introduce
a stirrer at the bottom of the chamber for microporous aeration; this design has also been applied to
many oxidation ditch processes [77]. In the past, it was considered that unilateral aeration could reduce
the air volume, but it has been proven that uniform small vortex and local mixing can be formed by
comprehensive aeration, which strengthen the transmission of small bubbles and enhances oxygen
transmission efficiency.
In addition to aeration devices and aeration methods, the supply of aeration is a key research
object for energy conservation and consumption reduction. If the amount of aeration is too small,
the quality of the effluent from the sewage treatment would be affected; if the aeration is too large, it
will cause waste of energy, change in sludge floc structure, and effect sedimentation of the activated
sludge [78]. The core of aeration energy conservation is to provide the required electron acceptor which
dissolves oxygen on demand in order to ensure the effective removal of pollutants in the biochemical
treatment process, the quality of the effluent, the supply–demand balance, and the energy efficiency in
the aeration process. Reducing energy consumption mainly includes: (1) controlling the constant of
dissolved oxygen in the aerobic zone to prevent excessive aeration; (2) reducing the aerobic amount
gradually according to the sewage treatment process; (3) setting the gradient to reduce the aeration
amount (such as 35%, 30%, and 25%); and (4) adjusting the aeration amount according to the effluent
ammonia nitrogen concentration [79]. When the activated sludge biochemical treatment process has
a high load of COD, the main objective of aeration is to remove COD and carry out nitrification. So,
the calculation of oxygen supply mainly considers these two biochemical processes. Through the
precise aeration control biochemical section, the dissolved oxygen signal is used in order to access the
control cabinet and turn to the wind pressure value by programming. Then the air pressure is used to
control the aeration amount to achieve energy savings [80]. In addition, the unit energy consumption
of the oxidation ditch process can also be reduced by using the brushing timing control. One of the
key factors for blower control is to avoid aeration blower surge problems [81]. Controlling the blower
outlet pressure is a necessary condition to solve the surge phenomenon and achieve DO automatic
control, and the low DO and effluent ammonia nitrogen concentration control can achieve efficient
automatic control and energy savings of the system. Meanwhile, precise aeration can also be achieved
through Oxidation-Reduction Potential and pH-controlled wastewater treatment processes [82].
4.3. Nutrient Removal and Recovery
With the in-depth study of the functional bacteria in the wastewater treatment process, new
wastewater treatment processes that can realize energy savings from the technical point of view are
gradually proposed. Those technologies mainly include wastewater denitrification processes based
on short-cut nitrification, denitrifying, phosphorus removal processes, and anaerobic ammonium
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oxidation processes. Short-cut nitrification processes can save energy by 25% because ammonia
nitrogen is only converted into nitrite instead of nitrate [83]. At the same time, denitrifying nitrite
instead of nitrate can also reduce the demand for a carbon source for denitrification and strengthen
wastewater nitrogen removal efficiency. For the anaerobic ammonium oxidation process, it is mainly
applied to high ammonia nitrogen wastewater. Because only about 50% of ammonia nitrogen is
oxidized to nitrite, less oxygen and energy is required in the process [84]. Recently, the feasibility of
applying anaerobic ammonium oxidation to the main process of wastewater treatment process has
also been considered, and a series of explorative research has been carried out [85]. Figure 6 illustrates
the biological nitrogen removal process where the denitrification process and nitrification process are
indicated separately. The denitrifying, phosphorus removal process mainly uses nitrate nitrogen as
an electron acceptor to achieve simultaneous nitrogen and phosphorus removal, which save a large
Int. J. Environ. Res. Public Health 2019, 16, x FOR PEER REVIEW
10 of 28
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Figure 6. Biological nitrogen removal process.
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sludge conditioning is large and conditioner is expensive [91]. The sludge conditioning chemicals
mainly includes coagulants and flocculants, and their functions are to flocculate the sludge particles
into large flocs, which reduce the specific resistance and strengthen the dewatering property of the
sludge [92]. Polyacrylamide and polyaluminum chloride are mainly used as coagulants and the
diatomaceous earth, acid white clay, and lime can be used as flocculants, but they are difficult to
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flocculants, and their functions are to flocculate the sludge particles into large flocs, which reduce the
specific resistance and strengthen the dewatering property of the sludge [92]. Polyacrylamide and
polyaluminum chloride are mainly used as coagulants and the diatomaceous earth, acid white clay,
and lime can be used as flocculants, but they are difficult to biodegrade, which is not conducive to the
subsequent [93]. High-performance, non-toxic, biodegradable natural polymer-modified coagulant
with less dosage and high-dehydration efficiency such as fiber, polysaccharide, protein, and other
polymer derivatives can be introduced to sludge conditioning in wastewater treatment plants [94].
4.5. Sludge Drying and Utilization
Heat-pump drying technology is a green drying technology that has the advantages of energy
11 of 28
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high-level
energy
source
for
outward
outward output. The heat energy converted by the sewage-source heat pump can be output
in
output. forms
The heat
energy
by the sewage-source
heatInpump
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Sludge is a by-product of sewage treatment and a new source of environmental pollution, which
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phosphorus,
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In addition,
biogasThrough
can be used
directly as a
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or of
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replenishment.
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◦
clean
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or
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Through
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be
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generation
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convertedfor
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electrictreatment,
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compensate
power
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treatment
As
by-product
sewage
can bethe
used
to generate
powerofand
plant. As a by-product for sewage treatment, sludge can be used to generate power and provide
electricity for the operation of the sewage treatment plant. The generated biogas also can be converted
into a certain economic value.
Renewable energy includes biomass, solar energy, wind energy, etc. Biogas in biomass energy
is an ideal renewable energy source [96]. Biogas is mainly produced by fermentation of industry,
agriculture, and living waste. Through anaerobic fermentation of sludge, biogas can be produced in
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for the operation of the sewage treatment plant. The generated biogas also can be converted into a
certain economic value.
Renewable energy includes biomass, solar energy, wind energy, etc. Biogas in biomass energy
is an ideal renewable energy source [96]. Biogas is mainly produced by fermentation of industry,
agriculture, and living waste. Through anaerobic fermentation of sludge, biogas can be produced in
the wastewater treatment process, which has attracted wide attention [97]. Anaerobic fermentation can
not only achieve sludge reduction, harmlessness, and stabilization, but also obtain resource recycling
and produce clean energy biogas [98]. The methane content in biogas is high, which can be used
to produce electricity by burning. The main steps for anaerobic digestion in WWTPs are shown in
Figure 8. Anaerobic digestion of sludge is a biological treatment method for anaerobic microorganisms
to decompose organic matter and produce biogas under anaerobic conditions [99]. The decomposition
of organic matter is achieved by four stages of hydrolysis, acid production, hydrogen production, acetic
acid production, and methanogenesis for producing methane. During the process, a large number of
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Figure 8. Main steps of anaerobic digestion in WWTPs.
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Biogas can also be sold to power stations, factories or biogas utilization departments [104].
Table 1. The conventional utilization of digesting biogas.
Utilization Method
Digestive tank heating
Power generation
Building heating
Air conditioning
Sludge drying
Sludge pasteurization
Thermal hydrolysis

Equipment
Boiler, heat recovery equipment, heat exchanger
Biogas purification equipment, biogas generator
Heat recovery equipment
Heat recovery equipment
Dryer, heat recovery equipment
Boiler, heat recovery equipment
Boiler, heat recovery equipment
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Table 1. The conventional utilization of digesting biogas.
Utilization Method

Equipment

Digestive tank heating

Boiler, heat recovery equipment, heat exchanger

Power generation

Biogas purification equipment, biogas generator

Building heating

Heat recovery equipment

Air conditioning

Heat recovery equipment

Sludge drying

Dryer, heat recovery equipment

Sludge pasteurization

Boiler, heat recovery equipment

Thermal hydrolysis

Boiler, heat recovery equipment

Methane sales

Biogas treatment equipment

Drive pump and blower

Biogas generator set

Combustion

Burner

5.2. Photovoltaic Power Generation Technology
Solar photovoltaic power generation which has the remarkable advantages of cleanness, high
efficiency, safety, and renderability has become one of the environmentally friendly alternative energy
sources [105]. Developing photovoltaic power generation can reduce the pollution caused by the
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Figure 9. Pathways for solar energy utilization in wastewater treatment plants.

5.3. Sewage Water Source Heat Pump Technology
Urban wastewater is an excellent waste heat source. It has the characteristics that the wastewater
temperature is higher than the atmospheric temperature in winter and lower than the atmospheric
temperature in summer [110]. It is an ideal low-grade heat source for heat pumps. Sewage-source
heat pumps are a system for extracting energy from urban domestic sewage [111]. According to the
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5.3. Sewage Water Source Heat Pump Technology
Urban wastewater is an excellent waste heat source. It has the characteristics that the wastewater
temperature is higher than the atmospheric temperature in winter and lower than the atmospheric
temperature in summer [110]. It is an ideal low-grade heat source for heat pumps. Sewage-source
heat pumps are a system for extracting energy from urban domestic sewage [111]. According to the
different states of sewage used by the system, sewage-source heat pumps can be divided into two
types: one is a system that uses raw sewage as a source of cold heat; the other is a system that uses
reclaimed water in the sewage treatment plant or water after secondary treatment as a source of cold
heat [112]. The reclaimed water and water after secondary treatment is more suitable for a heat-pump
system because of the improvement of water quality and the stability of water temperature. The main
way of utilizing the thermal energy in the sewage treatment plant is to extract the heat energy from the
reclaimed water and water after secondary treatment by the sewage source heat pump technology.
One part of the energy is used to meet the internal heating demand of the sewage treatment plant, and
the other part is used to transfer the heat energy to the heat station for urban building heating [113].
The use of sewage-source heat pump technology to extract heat energy from sewage has great potential
for energy savings, and the extracted heat can be used for internal use in sewage treatment plants
and building heating around sewage treatment plants [114]. It not only saves heat for the operation
of the sewage treatment plant, but also facilitates the “carbon neutralization” operation mode of the
sewage treatment plant. This achieves the performance of indirectly reducing carbon emissions and
obtains a certain economic value of the heat output [115]. The sewage can be used as one of the heat
sources for water-source heat pumps. The specific implementation method should be tailored to suit
local conditions. The sewage-source heat pump technology can control the outlet water temperature
according to the water treatment requirements. In addition, the sewage-source heat pump can also be
operated intermittently according to the season.
6. Components for Integrating Green Energy with Energy–Efficient Water Technologies
6.1. Implementation Strategies and Action Plans
The overall energy-saving optimization operation strategy of the whole process is based on
the rational deployment of wastewater treatment. From the energy balance analysis of the sewage
treatment plant, the thermal energy of the sewage can be reduced with the process of the sewage
treatment unit, which combined with the changing characteristics of various material components
under various treatment conditions, rational distribution of the flow direction of the sewage energy
substance can be achieved [116]. The overall guiding ideology of the whole energy-saving process
and consumption–reducing operation strategy of urban sewage treatment plants are indicated as
follows: The goal is of energy savings and consumption reduction in the whole process of sewage
treatment with water quality guarantee as the constraint and the principle of “global optimal and local
adaptation” [117]. The control components of the whole plant area are based on the multi-parameter
intelligent operation control conditions with the formation of the optimal operation of energy savings
and consumption reduction in the whole process of urban sewage treatment plants [118].
The daily operation management of the sewage treatment plant also has a very important
impact on energy conservation and consumption reduction [119]. For example, in the daily operation
management work, the pump frequency and the corresponding reflux ratio are timely performed
and adjusted when the load of the sewage treatment system changes greatly. It is possible that
the operating state of the sewage treatment system adapt to the load change. Thereby effectively
avoiding energy waste caused by excessive aeration, which achieves the purpose of energy savings
and consumption reduction effectively [120]. Therefore, the sewage treatment plant must develop
a sound assessment and incentive system to manage employees according to the system, motivate
employees’ work enthusiasm, and strengthen management norms, achieving a win–win situation for
energy conservation and personal development for employees [121].
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6.2. Instrument Control Automation (ICA) and Management Information System (MIS)
With the continuous improvement of the sewage treatment process and the increasing complexity
of the project, traditional methods of manual operation and judgment by the operators are increasingly
unable to meet the requirements of sewage treatment [122]. Therefore, the development and application
of advanced automatic control systems is necessary. Automatic control systems are able to improve
the automation of sewage treatment and monitoring, and can reduce the labor intensity of monitoring
personnel and field operators. Furthermore, it also enhances the continuity of monitoring of sewage
companies with obvious significance [123].
Compared to traditional manual operations, automated theory and control technology have
become powerful tools and measures in wastewater treatment processes [124]. The application of
self-control technology can save materials and energy more effectively, ultimately improving the
stability of the system [125]. The instrumentation and automation of sewage treatment plants have
become one of the major developments of the new water pollution control technology in the past
decade. Whether it is the upgrading version of sewage treatment plants or the process design of
new sewage treatment plants, process control has a great potential to be improved [126]. The control
process improves the efficiency and effectiveness of process operation and control. The study of
advanced dynamic models and the further application of simulators and actuators are an important
factor in the continuous development of automatic control in wastewater treatment systems [127].
However, the current online sensing process in the closed loop control process is a barrier for the
developing automatic control in the sewage treatment industry [128]. In recent years, many large
and medium-sized sewage treatment plants have adopted a large number of online monitoring
water quality analysis instruments to implement real-time monitoring of the water quality of the
whole plant. Intelligent control has been applied to promote production process with high level
of automation [129]. Most of the sewage treatment plants operating in China use simple process
control in the complex treatment processes, resulting in some existing sewage treatment plants with
poor operation results [130]. Some advanced technologies are difficult to be used in current sewage
treatment plants, which lead to low operation efficiency [131].
6.3. Smart Technologies: Internet of Things (IoT)
Due to the dispersion of sewage treatment facilities, it will take a lot of manpower and material
resources to carry out daily supervision of sewage treatment equipment [132]. It is necessary to
effectively use the Internet of Things (IoT) technology to establish a point-to-point supervision mode
from pollution source monitoring to sewage treatment and governance [133]. Therefore, it combines
solar power supply, automation control, remote monitoring of the Internet of Things, and advanced
treatment of sewage which establishes solar rural sewage treatment technology based on the IoT [134].
It automatically collects the sewage treatment system through automatic control and remote monitoring
of the IoT. Operation data connected with a terminal management personnel mobile phone system
may be a solution for the better management of a sewage treatment system; however, it is not yet in
place. Internet of Things technology can effectively reduce the operation cost and improve the sewage
treatment efficiency [135].
Nowadays, the aeration control mode mainly controls DO or ammonia nitrogen, and feedback
is performed according to its concentration to achieve automatic control [136]. In the future, it is
necessary to further study the refined control mode and method of wastewater treatment processes
based on biochemical process simulation [137]. At the same time, optimization and development of
new electrodes for control indicators also need to be studied. For different processes, establishing key
energy consumption indicators and carrying out evaluation and optimization operations are also the
objects that need to be researched in the future [138]. Due to the requirements of sewage treatment
for nitrogen and phosphorus removal, the removal of organic carbon source in wastewater is mainly
removed by denitrification and anaerobic processes. So, the demand of aerobic oxygen needs to be
further evaluated and introduced for different processes into the process simulation control [139].
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6.4. Comprehensive Performance Evaluation Programs
6.4.1. Evaluation Approaches and Methodologies
At present, the detailed calculation of energy consumption in urban sewage treatment
plants has been done. Table 2 summarizes the energy assessment methods for WWTPs. The
evaluation methodology include analytic hierarchy process (AHP), life cycle assessment (LCA), fuzzy
comprehensive evaluation method (FCE), specific energy consumption analysis method, and unit
energy consumption analysis. Their features are also introduced in the table. Although relevant
evaluation systems are gradually established, the topic explains whether the sewage treatment plant’s
energy-savings is still attractive [140]. The evaluation of energy consumption for the sewage treatment
plant is a comprehensive evaluation of multiple indicators and multi-objectives [141]. The feasible
optimization plan for a specific problem and the decision-making becomes the focus of the experts’
research [142]. Through nearly 50 years of research, optimization methods and decision-making
theories have been greatly developed, and some mature evaluation methods have gradually formed.
These methods have successfully solved many practical problems in wastewater treatment plants [143].
Table 2. Assessment methods for energy conservation in wastewater treatment plants.
Evaluation Methodology

Introductions

References

Analytic hierarchy process
(AHP)

AHP is a method of evaluation and decision-making that is often used in
systems engineering. It decomposes the factors related to decision-making
into goals, criteria, programs, and other levels. It relies on people’s subjective
judgments to express and calculate in the form of quantity. Based on this,
qualitative and quantitative analysis is carried out.

[144,145]

Life Cycle Assessment
(LCA)

LCA, also known as structured system development method, is a popular
information system development method. LCA is a tool that affects the entire
life cycle environment until reuse or disposal, which evaluates a product
from raw material extraction and processing to product production,
packaging, marketing, use, product maintenance.

[146,147]

Fuzzy comprehensive
evaluation method (FCE)

The fuzzy comprehensive evaluation method is a method of comprehensive
evaluation of something using the basic theory of fuzzy mathematics. The
evaluation method can transform the qualitative evaluation of something
into quantitative evaluation according to the membership degree theory of
fuzzy mathematics.

[148]

Specific energy
consumption analysis
method

The specific energy analysis method generally refers to the energy consumed
by wastewater treatment plant per unit volume of wastewater, and the
energy per unit volume is converted into electrical energy (kW × h/m3 ).

[149]

Unit energy consumption
analysis

The unit energy consumption analysis method is based on the functions and
energy consumption characteristics of each wastewater treatment structure of
the wastewater treatment plant, and the wastewater treatment plant is
divided into three main energy analysis units, and the energy consumption
analysis and calculation are performed separately for each processing unit,
and each analysis is performed independently. The energy consumption of
the energy consumption unit, the main energy-consuming equipment, the
energy consumption change law and the main energy consumption factor,
and the energy consumption units are compared and analyzed to find the
processing unit with the largest energy consumption and the equipment with
the largest energy consumption in the unit.

[150]

6.4.2. Key Performance Indicators (KPIs)
With the rapid development of China’s sewage treatment industry, the industry management
and the operational performance (quality, efficiency, service level, and efficiency) in urban sewage
treatment systems has become an important factor for urban operational safety, the water environment
safety, the investment efficiency, and the impact of drainage [151]. The major issues of this sustainable
development have received wide attention from society and enterprises. The implementation of
operational performance management of the sewage treatment system can effectively promote the
improvement of the operation quality and service level of the sewage treatment enterprise [152].
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Through the performance appraisal of the sewage treatment system, the weakness in the production
system operation and enterprise management are identified [153].
Constructing a performance evaluation index system for water systems and carrying out stylized
performance evaluation can make comparison of wastewater supply performance in different periods
and different enterprises. There are several indexes are used to evaluate the unit energy consumption
of wastewater treatment plant, such as device indicators, specific energy consumption indicators,
pollution emission indexes, recycling and utilization of resources, operation, and management and
management and sustainability [153]. The detailed feature for each index is summarized in Table 3.
This provides supervision tools and means for the government, and encourages water treatment
enterprises to continuously improve for competitiveness [154].
Table 3. Evaluation indexes of unit energy consumption of wastewater treatment plants.
Device indicators

Equipment installed capacity, equipment operating capacity, equipment
utilization, equipment maintenance rate, equipment operating efficiency,
equipment maintenance frequency

Specific energy consumption indicators

Electricity consumption per ton water, chemicals consumption per ton water,
chemicals consumption per ton dry sludge, the dry sludge produced by per
ton wastewater, electricity consumption per ton dry sludge, electricity
consumption for removing unit Chemical Oxygen Demand, electricity
consumption for removing unit Total nitrogen, electricity consumption for
removing unit Total phosphorus, water consumption per unit ton of
wastewater, fuel consumption per unit ton wastewater

Pollution emission indexes

Raw water indexes, water output indexes, COD removal rate, ammonia
nitrogen removal rate, TN removal rate, TP removal rate, dry sludge yield,
COD, Biochemical Oxygen Demand, suspended solid, NH3 –N, TN, TP, fecal
coliform compliance rate, sludge treatment and disposal, enterprise plant
boundary noise control, factory odor control, residents’ complaints

Recycling and utilization of resources

Water reuse, biomass energy utilization, solar energy utilization

Operation and management

Facility normal operation rate, facility load rate, automation control,
operation management system implementation

Management and sustainability

Number of personnel, training fees, welfare fees, wages, system construction

6.5. Practical Implemention of Green Energy
In practice, renewable energy and green technology have become increasingly popular due to
their potential to achieve the carbon neutral goal. Table 4 summarizes some WWTPs in the world
which use green energy onsite, and the energy self-sufficiency for each case are listed. The WWTP
in Eastern China occupies 716 acres, has a long-term treatment capacity of 800,000 ton/day. This
WWTP applies solar photovoltaic power technology to generate electricity for onsite usage. It can
produce 1.04 × 107 kWh of electricity to satisfy the total energy demand of 1.23 × 107 kWh. The Joint
Water Pollution Control Plant with 95,000 ton/day treatment capacity uses sludge (91%) and food
waste (9%) as feedstock to produce biogas. This resulting 1.75 × 108 kWh/year electricity production
makes the WWTP reach 97% energy self-sufficiency. Similarly, the Davyhulme plant in the UK with
63,000 ton/day treatment capacity can generate 96% of the total energy consumption through biogas
power generation technology. For the Achill Island Central WWTP in Ireland, the implementation of
wind power technology produces 7.6 × 104 kWh, which can satisfy 50% of annual energy use. The
Aquaviva WWTP in France is a successful example for energy self-sufficiency. Through the application
of sewage- and water-source heat-pump technology and solar power technology, the produced energy
fully fills the demand of the process, providing 100% energy self-sufficiency.
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Table 4. Practical implementation of green technology in WWTPs.
Country

Name/Position

Treatment
Capacity

China

Eastern China

800,000
ton/day

UK

Davyhulme

63,000 ton/day

Strass im
Zillertal
Joint Water
Pollution

228,000
ton/day

Austria
USA
Sweden

Stockholm

95,000 ton/day
450,000
ton/day

Green Technology
Photovoltaic power
generation technology
Biogas power generation
technology
Biogas power generation
technology
Biogas power generation
technology
Sewage, water-source
heat-pump technology

Energy
Self-sufficiency
Saving 84%
energy
Saving 96%
energy
100% energy
self-sufficiency
Saving 97%
energy
5.97 × 108 kWh
energy
production

References
[155]
[156]
[157]
[158]
[158]

7. Conclusions and Prospects
7.1. Combination Green Chemistry and Clean Production Technologies
The sewage treatment process is a process of purification by physical, chemical or biological
treatment methods, so that sewage can meet the required water quality before discharging into a
certain water body or being reused [159]. It can be seen that sewage treatment is a special production
process, so the theory of cleaner production is also applied to wastewater treatment systems [160].
Clean production of sewage treatment systems includes saving electricity, heat and various chemicals
used in the production process, reducing greenhouse gas emissions such as carbon dioxide and
nitrous oxide, reducing the amount of sludge generated and improving the harmlessness and resource
utilization of sludge. Correspondingly, the water quality from the sewage treatment system is further
improved [161].
With the development of scale and resource utilization of sewage treatment, sewage treatment
needs to reduce energy consumption, greenhouse gas emissions, and sludge deposal [162]. Therefore,
clean production is significant in the efficient operation of sewage treatment plants, reducing resources
and energy consumption and improving the quality of the surrounding environment, which gives
full play to the economic, environmental, and social benefits of sewage treatment systems [163].
It also can promote the sustainable development of economic construction [164]. Therefore, the
application of clean production methods in the energy savings and consumption reduction of sewage
treatment systems has important theoretical significance for promoting the implementation of cleaner
production [165].
7.2. Integration of Green Infrastructure and Ecologically Advanced Treatment Technologies
The sewage ecological engineering treatment technology refers to the application of ecological
engineering principles and engineering methods to control sewage in a controlled manner [166].
The physical and chemical characteristics of the soil–plant–microbial composite system are used
to treat the water and fertilizer resources in the sewage. The process technology for recycling and
degrading degradable pollutants in sewage is a combination of sewage treatment and water resource
utilization [167]. Commonly used sewage ecological engineering technologies include oxidation ponds,
slow percolation, rapid percolation, surface flow, constructed wetlands, and soil percolation [168]. Due
to the advantages of low investment, low operating cost and high efficiency of pollutant removal, the
sewage ecological engineering treatment technology has been paid more and more attention in the
application of small- and medium-scale sewage treatment [169].
(a) Sewage Land Treatment Systems
Sewage land treatment systems are an emerging ecological engineering technology used for
sewage treatment [170]. This principle is to purify the pollutants in the sewage and utilize the sewage,
nitrogen, and phosphorus resources through the chemical, biological, and physical fixation, then
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degradation of the soil–plant systems such as farmland, woodland, and depression [171]. We can
divide the sewage land treatment system into five main process types according to the treatment target
and the treatment object; those processes are slow percolation, rapid percolation, surface flow, wetland
treatment, and underground percolation [172].
(b) Constructed Wetlands
Constructed wetlands are artificially constructed and regulated wetland systems that perform
wastewater treatment through an optimized combination of physical, chemical, and biological
interactions in their ecosystems [173]. Constructed wetlands generally consist of an artificial substrate
and aquatic plants, such as cattails, reeds, and irises grown thereon to form a matrix-plant-microbial
ecosystem [174]. As the sewage passes through the system, pollutants and nutrients are absorbed,
converted or decomposed by the system, thereby purifying the water. Constructed wetlands are
an open, dynamic, self-designed ecosystem that involve a multi-level food chain that forms a good
internal material circulation and energy transfer function [175].
(c) Ecological Treatment System
The initial energy source of the ecological pond system is solar energy. Through the aquatic crops
planted in the pond, the aquatic products and waterfowl culture are carried out, artificial ecosystems
are established, and the biological treatment of sewage is completed through natural biochemical
self-purification under natural conditions [176]. In the ecological pond treatment system, organic
matter is degraded, and nutrients are released into a complex food chain, which make aquatic crops and
aquatic products able to be harvested [177]. Domestic sewage and some organic industrial wastewater
can be effectively treated by the ecological pond treatment system, which has the advantages of low
investment, low operating cost, and simple operation management, with a good removal performance
on organic matter and pathogens [178].
7.3. Optimization of the Water and Energy Nexus System
The energy consumption of the biological treatment unit in an urban sewage treatment plant
accounts for about 60% of the total energy consumption of the process system, the pretreatment makes
up about 25%, and the sludge treatment takes about 10% [179]. The power consumption mainly occurs
in the sewage lifting system, the oxygen supply system of the biological unit and the sludge treatment
system is the main linkage of energy savings and consumption reduction of a sewage treatment
plant [180]. The energy consumption in the pretreatment stage is seriously wasted, with a large energy
savings space. The main method is to scientifically select the pump and reasonably determine the
pump head [181]. In the process design, the water in the mouth is changed to submerged outflow,
reducing the head loss of the pipeline and the sewage lifting height [182]. In addition, due to the water
inflow of the sewage plant changing with time and seasonal fluctuations, most of the time, the pumps
cannot be operated efficiently, so the use of a variable frequency drive water pump is a very effective
way to save energy [183].
The energy consumption in the biological treatment stage accounts for more than 50% of the total
energy consumption, which is the most important energy-savings part for the wastewater treatment
plant [184]. The main energy-saving methods are shown as follows: reduce pipeline resistance and
pipeline leakage, install the blower as close as possible to the outer wall, use the blower frequency
control technology; use DO control technology to control the air volume, use a low-resistance and
anti-blocking micro-hole tube Aerator, arrange the aerator rationally, increase the aeration facilities at
the front-end of the aeration tank, and reduce the amount of aeration at the back end [185].
With the increase of sludge discharge standards and the state’s emphasis on sludge treatment and
disposal, the proportion of energy consumption in the sludge treatment section has increased [186].
Energy conservation mainly pays attention to the optimization of the concentration and dewatering
process equipment, and the flocculant consumption is added to improve the dewatering performance
of the sludge [187]. Therefore, the designer should accurately calculate the sludge production, water
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content, etc., and reasonably select the number of dewatering machines and its dewatering ability, it is
best to determine the dosage of flocculant by experiment [188].
Sewage treatment plants generally have the problem that the actual water inflow is less than the
design scale, so that most of the equipment in the sewage plant cannot be operated efficiently, resulting
in a waste of energy consumption. In order to achieve energy savings and consumption reduction, the
design of water quantity and quality is a problem that must be taken seriously [189].
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