
metals

Article

Effects of High Temperature Aging Treatment on the
Microstructure and Impact Toughness of
Z2CND18-12N Austenitic Stainless Steel

Hui Zhang 1, Yanfeng Liu 2, Xian Zhai 1 and Wenkai Xiao 1,*
1 School of Power and Mechanical Engineering, Wuhan University, Wuhan 430072, China;

2014301390136@whu.edu.cn (H.Z.); zhaixian@whu.edu.cn (X.Z.)
2 Guangzhou Quality Supervision and Testing Institute, Guangzhou 510000, China; lyfcjlyf@163.com
* Correspondence: xiaowenkai@whu.edu.cn; Tel.: +86-139-8616-3866

Received: 16 November 2020; Accepted: 15 December 2020; Published: 18 December 2020 ����������
�������

Abstract: During the casting cooling process or the forging process, austenitic stainless steel will
remain at around 800 ◦C for some time. During this period, precipitate particle behaviors in austenitic
stainless steel (containing ferrite) will cause a reduction in ductility, which can lead to material
cracking. In this study, the effects of aging at 800 ◦C on the microstructure, impact toughness
and microhardness of Z2CND18-12N austenitic stainless steel were systematically investigated.
The precipitation processes of the χ and σ phases were characterized by color metallography and back
scattered electron (BSE) signals. The toughness was investigated by the Charpy impact test. After the
aging treatment, the χ and σ phases precipitated successively in the ferrite, and as the aging duration
increased, the χ-phase dissolved and the σ-phase precipitated along the austenite grain boundaries.
These all lead to a decrease in toughness and an increase in microhardness. Finally, the relationship
between fracture morphology and aging time is discussed herein, and a crack mechanism is given.

Keywords: austenitic stainless steel; high temperature aging treatment; δ-ferrite; σ-phase;
impact toughness

1. Introduction

Stainless steels with dual phase structures of austenite and ferrite, such as cast or welded austenite
stainless steels and duplex stainless steels, are extensively used in nuclear power industry due to their
high strength, plasticity, toughness and intergranular corrosion resistance [1–3]. Moreover, it is well
known that the ferrite contents in the austenitic stainless steel welds should be controlled in the range
of 3–12 vol.% to prevent hot cracking [4,5]. In pressurized water reactor (PWR) nuclear power stations,
the stainless steels used by the important members of the pressure boundary of the main loop all have
a dual-phase structure [6,7]. However, when undergoing the casting cooling process or forging process,
the cores of large austenitic stainless steel members will remain at 600–900 ◦C for a period of time.
Under these conditions, if ferrite is present in the steel, the σ-phase will precipitate in the ferrite and
thus affect the properties of the material [8]. In the actual production process, there have been incidents
in which the impact toughness is much lower than the required value. The materials studied in this
paper are used in the nuclear power industry. Since the operating temperature of pressurized water
reactors does not exceed 350 ◦C, the above situation was often ignored. It results in the material being
scrapped before it is put into service. The study of the precipitation behavior of austenitic stainless
steels at high temperatures could guide the industrial production process.

Previous studies on the aging processes of austenitic stainless steels mainly focused on medium
and low temperatures. Studies showed that thermal aging was mainly caused by the instability of ferrite
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phase in stainless steel, including the amplitude-modulation decomposition of ferrite, the precipitation
of G-phase and the precipitation reaction at the ferrite/austenite phase boundary, among which the
amplitude modulation decomposition and G-phase precipitation were considered as the main thermal
aging mechanisms [9–14]. Tucker et al. [15] studied the amplitude-modulation decompositions of 2003
and 2205 duplex stainless steel aged at 427 ◦C, and used the three-dimensional atomic probe technology
(APT) to intuitively show the distribution of Cr on a two-dimensional scale. Additionally, the results
showed that with the extension of thermal aging time, the evenly distributed Cr gradually differentiated
into rich Cr region (α’-phase) and poor Cr region (α-phase). In addition, when Mo element was
contained in cast or welded stainless steel, fine and dispersed G-phase particles tended to precipitated
in ferrite after long-term thermal aging treatment above 350 ◦C [16,17]. However, the aging mechanism
of austenitic stainless steel at high temperatures is different from that at low temperature. The σ-phase
can rapidly precipitate in austenitic stainless steel at high temperatures, which greatly reduces the
toughness of the materials [18]. Current studies suggested that σ-phase precipitation was related to
the composition, microstructure and heat treatment process of the alloy. The diffusion of Cr and Mo in
ferrite directly influenced the formation of σ-phase [19–21]. An early work by Barcik [22] suggested that
austenitic steels would be susceptible to precipitation of σ-phase if the carbon concentration fell below
a certain critical value, and the equivalent chromium content was greater than 18%. Besides, the rate
of σ-phase precipitation via ferrite was about 100 times faster than the rate of σ-phase precipitation
directly from the austenite. In addition, the ferrite in austenitic stainless steel is the δ-ferrite formed
during casting or welding; the addition of elemental N could reduce the content of delta ferrite,
thereby reducing the precipitation of phase [23]. Schwind et al. [24] concluded from their simulations
that the grain size and shape of austenitic stainless steels will influence the precipitation of the σ-phase,
of which the grain size is more important. When Mo element was contained in austenitic stainless
steel, the precipitation of σ-phase would be accelerated during aging treatment [25]. Mo promoted the
precipitation of χ-phase. The precipitation of χ-phase was earlier than σ-phase, and would eventually
transform to σ-phase [26–28]. In recent work, Da Fonseca et al. proposed that the grain edges were
preferred sites for the nucleation of the σ-phase [29]. Although some studies on the aging behavior
of stainless steel have been reported, the relationship between the microstructure and properties of
austenitic stainless steel at high temperature still needs further research.

In this work, the microstructure and mechanical properties of austenitic stainless steel
Z2CND18-12N were studied after aging at 800 ◦C. The effects of precipitates at different positions on
mechanical properties were summarized. Microhardness and toughness at room temperature were
determined by microhardness test and Charpy impact test. The process of precipitation of the σ-phase
in the aging process was visualized by color metallography. The microstructure transitions during
aging were studied by scanning electron microscopy (SEM), back scattered electron (BSE) signals and
transmission electron microscopy (TEM). Finally, some suggestions on the residence time of austenitic
stainless steel containing ferrite at 800 ◦C and the subsequent solution treatment were decided upon.

2. Materials and Methods

The test material is Z2CND18-12N austenitic stainless steel. Z2CND18-12N is the safety end
piping material used in RCC-M (French nuclear power standard). The final state of the test material
is the solution treatment state at 1050–1150 ◦C. The required value of chemical composition and the
measured value are shown in Table 1.

Table 1. Chemical composition of the specimen (wt.%).

C Si Mn P S Cr Ni Cu Co B Mo N Fe

Measured value 0.022 0.658 1.49 0.019 0.014 17.14 11.60 0.0624 0.0309 0.0001 2.69 \ Bal
Required value ≤0.035 ≤1.00 ≤2.00 ≤0.030 ≤0.015 17.0–18.2 11.5–12.5 ≤1.00 ≤0.06 ≤0.0018 2.25–2.75 ≤0.08 Bal

In order to determine the effect of aging treatment at 800 ◦C on the impact toughness of the
material at room temperature, the impact energy of the specimen was tested by the Charpy V impact
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test. The size of specimen was 55 mm × 10 mm × 10 mm. Each specimen was measured in three
groups and averaged. Microhardness tests were conducted at room temperature using a Vickers
hardness tester (MVS-1000D1, Guangzhou YDYQ Precision Instruments Co., LTD., Guangzhou, China).
The load of the experiment was 500 gf and dwell time was 10 s. Each datum was the average value of
10 indentations.

The precipitation behavior of σ-phase was observed by means of color metallography. The etchant
used for color metallography was an aqueous solution of potassium ferrocyanide and potassium
hydroxide (PFPH: potassium ferricyanide 30 g, potassium hydroxide 30 g and pure water 60 mL,
Wuhan Xinshen Test Chemical Technology Co. LTD., Wuhan, China). The etching condition was
boiling etching. Samples after solution and aging treatment were characterized by scanning electron
microscopy (SEM: MIRA3-LMH, TESCAN Brno s.r.o., Czech Republic). SEM-BSE was used to analyze
the transformation of phases during the aging process based on the correspondence between atomic
number and gray-contrast. The chemical composition of each phase was determined by Energy
Dispersive Spectrometer (SEM-EDS: Aztec Energy, Oxford Instruments Nanoanalysis, High Wycombe,
UK). The phases were identified by electron backscatter diffraction (EBSD: Aztec HKL standard,
Oxford Instruments Nanoanalysis, High Wycombe, UK). The EBSD specimens were mechanically
polished with high precision (without being etched). The precipitates were further identified by
transmission electron microscopy (TEM: JEM2010-HT, JEOL, Tokyo, Japan). TEM specimens were first
thinned to 70 µm by grinding and then further thinned to nano-scale by double-jet electropolishing.

3. Results and Discussion

3.1. Microstructure after Solution Treatment

The microstructure of the sample after solution treatment at 1100 °C for 1 h is shown in Figure 1.
Figure 1 shows that the matrix structure is equiaxial austenite crystal with a grain size of approximately
100 µm. Figure 2 shows that the ferrite with BCC crystal structure was distributed on the austenite
matrix, and the size varied from several microns to dozens of microns. Previous studies confirmed that
this ferrite was δ-ferrite formed in the casting or welding process [30]. The SEM-BSE image shows the
appearance of ferrite and austenite in the background: the ferrite is darker than austenite (Figure 2b).
The chemical compositions of two kinds of microstructures with different gray contrast in Figure 2b
measured by EDS are shown in Table 2. The contents of Cr and Mo in the ferrite region were 23.94%
and 4.38%, respectively, higher than those of Cr and Mo in the austenite region (18.51% and 2.70%).
Additionally, the content of Ni in the ferrite region (6.07%) was much lower than that in the austenite
region (10.58%). The difference in chemical composition resulted in different contrasts between the
two phases in the SEM-BSE image. The difference in chemical composition could be interpreted as the
segregation of ferrite forming elements and austenite forming elements during solidification.Metals 2020, 10, x FOR PEER REVIEW 4 of 15 
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Figure 2. (a) EBSD image and (b) SEM-BSE image of the sample after solution treatment.

Table 2. Chemical composition regarding δ-ferrite and austenite measured by EDS (wt.%).

Measurement Area Si Cr Mn Ni Mo Fe

δ-ferrite 0.76 23.94 1.49 6.07 4.38 Bal
austenite 0.71 18.51 1.77 10.58 2.70 Bal

3.2. Microstructure after Aging at 800 ◦C

The color metallography of samples after aging for different lengths of time is shown in Figure 3.
The carbide is dissolved under the condition of etching with aqueous solution of PFPH. Meanwhile
σ-phase is light blue or brown, and ferrite is yellow. According to Figure 3, the whole process of ferrite
transformation during aging process could be intuitively observed. White austenite and yellow ferrite
were found in the sample after solution treatment (Figure 3a). Ferrite was observed to be composed
of multiple grains on the sample aged for 2 h (Figure 3b). As aging progressed, it could be found
that σ-phase first precipitated at the γ/δ interface or at the grain boundary of δ-ferrite, and then grew
into δ-ferrite (Figure 3b–d). When the aging duration increased to 12 h, the ferrite was filled with
blue σ-phase (Figure 3e). After this, the phase changed from blue to brown, and ferrite was almost
completely transformed into σ-phase (Figure 3f–h).

Figure 4 shows the BSE images of unetched samples aged at 800 °C for different lengths of time.
Figure 4a,b shows the same sample aged for 2 h. In Figure 4a, the large ferrite in the middle changes
from the dark color in the solution treatment state to the bright color. In addition, the brighter particles
could be observed at the γ/δ interface. Meanwhile, some ferrite regions were dark, and unlike the solid
solution treatment state, there were brighter particles at the γ/δ interface. When the aging duration
ranged from 12 to 24 h, three kinds of gray-contrast were observed in the BSE images of samples
(Figure 4c,d). However, after aging for 72 h, the brighter particles at γ/δ interface disappeared, and the
bright regions began to extend beyond the ferrite region to the austenite grain boundaries (Figure 4e).
In addition, when the aging duration was 200 h, the brighter particles began to appear inside the
austenite grains (Figure 4f). EDS analysis was carried out for ferrite region in Figure 4, and the function
of the average contents of Cr, Ni and Mo in ferrite region with aging time was measured, as shown in
Figure 5. With the increase of aging duration, the contents of Cr and Mo respectively increased by 16c
and 83%, and the content of Ni decreased by about 45%. Moreover, the element content changed most
dramatically within 12 h after aging.
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According to the changes of contrast and element content in BSE images, the transformation
process of microstructure in aging process could be deduced. The BSE image reflects the average
atomic number of the observed region [28]. In Figure 4a,b, the ferrite regions with different forms were
the three corresponding states during the transformation. At the beginning of the transformation,
the Mo element in austenite and ferrite aggregated into the γ/δ interface, and the χ-phase with high
content of Mo was precipitated [31], which was the brighter particle in the BSE image. Then σ-phase
was precipitated at boundary of χ-phase and γ/δ interface, and grew into ferrite. Finally, σ-phase was
full of ferrite region, and the content of Mo reached a high level. The average atomic number of the
ferrite region was higher than that of the austenite region, which was shown by the fact that the ferrite
region is brighter than the austenite region. When the aging duration ranged from 12 to 24 h, there was
no significant change in the SEM-BSE images (Figure 4c,d), which indicated the previous process was
still underway. After 72 h aging, the χ-phase at the γ/δ interface was dissolved and transformed into
σ-phase [26–28]. Moreover, discontinuous σ-phase was precipitated at the austenite grain boundary.
When the aging duration increased to 200 h, χ-phase was observed in the austenite grain boundaries
and grains. The BSE image of the brighter particles at the grain boundary and the chemical composition
at the arrow point measured by EDS are shown in Figure 6. At the same aging time, the Mo content
of particles was higher than the average Mo content in ferrite, which again proved that the brighter
particles were χ-phase with higher Mo content.
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Figure 6. SEM-BSE image of sample and EDS results at the point of the arrow after aging at 800 ◦C for
(a) 72 h, (b) 200 h.

In order to further identify the precipitates during aging treatment, TEM microstructure and
selected area electron diffraction (SAED) patterns were analyzed for samples after aging for 200 h.
In bright-field TEM images of the sample aged for 200 h, it was observed that there were coarse
particles (Figure 7a). SAED was used to further prove that the coarse particles were σ-phase (Figure 7b).
Unfortunately, we were unable to find the diffraction spots for the χ-phase.
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3.3. Microstructure after Re-Solution Treatment

If the precipitation behavior described above occurs during the cooling process of forging and
casting, it can be extremely harmful to industrial production. In order to explore a method to remedy
this harmful precipitation, the sample aged at 800 ◦C for 200 h was re-solution treated at 1100 ◦C
for 1 h. In order to evaluate the transformation of the microstructure after the re-solution treatment,
the phase identification mode of EBSD was used to analyze the specimens. Figure 8a showed the
presence of δ-ferrite with BCC lattice and γ-phase with FCC lattice in the specimen, and no secondary
phase particles were found. SEM-BSE analysis of the re-solution specimens showed that the δ-ferrites
became darker again (Figure 8b). In addition, as compared to the aged specimens, the EDS results
showed that the contents of Cr and Mo decreased and Ni increased. Comparison of the results after
re-solution with those before the aging treatment (Figure 2b) showed that the microstructure and
chemical composition of the re-solution treated sample were restored to what they were before the
aging treatment. The χ-phase and σ-phases were completely dissolved and transformed into δ-ferrite
during the re-solution treatment process. There was full homogenization of the alloying elements in
ferrite after re-solution treatment. Moreover, it could be revealed that δ-ferrite was not eliminated by
solid solution treatment.
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3.4. Impact Property and Microhardness after Aging at 800 ◦C

It could be seen that the impact energy of the sample decreased with aging time (Figure 9).
In particular, the impact energy decreased sharply from 290 to 110 J after 2 h, a decrease of 62.06%.
This was because the σ-phase has been precipitated after aging for 2 h, and Figure 4a showed that some
ferrites were already full of the σ-phase [26]. When the aging duration increased to 12 h, the σ-phase
continued to be precipitated, and the impact energy was 89 J—a decrease by 19.09% compared with 2 h.
Due to the overlap of error bars, the impact energy of samples aged 12 and 24 h remained unchanged.
The same result could also be obtained from the fact that the microstructures shown in Figure 4c,d
do not differ significantly. After aging for 72 h, the impact energy was 53 J, which is a decrease by
36.14% compared with 24 h. This was because the σ-phase began to precipitate at the grain boundary
of austenite (Figure 4e), which greatly weakened the grain boundary strength. As the aging duration
increased further, the impact toughness of the sample remained almost unchanged. However, it can be
seen from Figure 4f that fine χ-phase was precipitated at the austenite grain boundaries and inside the
grains. This indicated that fine χ-phase had a little effect on the toughness of the sample compared
with the coarse σ-phase.
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Hardness is not suitable as a measure of σ-phase evolution [32]. However, it could be seen that
the trend of micro-hardness with aging time was opposite to that of impact energy with time. This was
because the σ-phase, as the fragility phase, reduced the impact energy of the sample, but as the hard
phase, it could retard the migration of newly formed dislocations under indentation force. When the
aging duration was before 12 h, micro-hardness increased with aging time from 142 to 159 HV, with an
increase of 11.97%. This was due to the precipitation of σ-phase. When the aging duration ranged
from 12 to 72 h, the microhardness remained unchanged. After aging for 200 h, the microhardness
increased from 160 to 169 HV, increasing by 5.62%. As compared to the trend of the impact energy,
in the 24–72 h aging stage, the impact energy decreased but the microhardness remains unchanged.
This indicated that the intermittent σ-phase (Figure 4e) precipitated along the grain boundary decreased
the toughness, but had little effect on the microhardness. In the aging stage of 72 h to 200 h, the impact
work remained unchanged while the microhardness increased. In combination with Figure 4f, it could
be understood that the fine χ-phase precipitated at the austenite grain boundary and in the grain
would not cause the reduction of toughness. However, the micro-hardness was increased because the
fine χ-phase blocked the migration of dislocation caused by indentation force.

3.5. Microstructural Analysis after Fracture

The impact fracture morphology of the sample after aging for 200 h was characterized as brittle
fracture, and the fracture could be viewed as lots of small undulating planes (Figure 10). The room
temperature impact fractures of specimens after aging for different lengths of time were shown as
Figure 11. The impact fracture in the solution treated state exhibited massive deep and large dimples
(Figure 11a), which indicated that the material had good toughness. However, after 2 h of aging,
brittle fracture features (at the red circle) appeared in the sample, and there were deep and large
dimples around the brittle features. When the aging duration ranged from 12 to 200 h, secondary cracks
appeared in the brittle fracture regions, and the proportion of the dimples decreased. Compared with
the sample aged for 2 h, the dimples became small and shallow (Figure 11c–f). The fracture morphology
after re-solution treatment was similar to that before the aging treatment, which proved that the
toughness of the specimens recovered completely after the re-solution treatment. In addition, it was
not difficult to find that the shape and size of all the brittle regions were similar to those of the ferrite
in Figure 4. Therefore, it could be inferred that the regions of brittle features were ferrite regions.
To further verify this view, EDS analysis was performed on the fracture with aging for 24 h. As shown
in Figure 12, the element content of the brittle fracture regions conformed to that of the ferrite regions,
and the element composition of the ductile fracture regions conformed to that of the austenite regions.
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Figure 12. EDS results of brittle and ductile fracture regions.

In order to clarify the effect of precipitation on toughness during aging process more visually,
a schematic illustration of microscopic crack initiation and propagation was given in Figure 13. Since the
δ-ferrite transformed into hard and brittle σ-phases after aging, these brittle phases provided conditions
for crack initiation. Under the action of tensile stress, cracks first formed in the σ-phase of different
ferrite regions and propagated along the σ-phase. The same composition of the brittle regions and
the δ-ferrite regions in Figure 12 could be a strong proof. When the crack ran through the entire
ferrite region, the crack could not continue to propagate forward along its original course because
the austenite region still retained good ductility. Therefore, it eventually tore through the remaining
joints in a plastic manner. The initial δ-ferritic regions where the cracks initiation and propagation
occurred became small planes, and the final plastic tear was shown as tear ridges and dimples. It was
the combination of the ductile austenite and the brittle precipitation phase that made the final result
was the small, undulating planes in Figure 10 and the fracture where brittleness and plasticity coexist
in Figure 11.
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4. Conclusions

In this paper, the effects of aging at 800 ◦C for different lengths of time on the microstructure
and mechanical properties of Z2CND18-12N austenitic stainless steel were investigated. Based on the
results, the following conclusions could be drawn:

1. The toughness of the specimens decreased with the increase of aging time. The impact energy
dropped sharply at the first 2 h of aging. Subsequently, the declining trend of the impact work
became slower, and the impact work did not decline after 72 h, with the lowest value being 53 J.
The impact energy decreased by 81.72% compared with the solution treatment state. The trend of
microhardness with aging time was opposite to that of impact work.

2. The analysis of color metallography and BSE images showed that χ-phase was the first to
precipitate at the γ/δ interface during the aging process. Then, precipitation of σ-phase began
and grew into ferrite. Ferrite was full of σ-phase when aging duration was 2 h. After aging for
72 h, χ-phase dissolved, and σ-phase began to precipitate along the austenite grain boundary.

3. Combined with fracture and EDS analysis, the cracks initiated in the σ-phase and expanded in
the ferrite region, and eventually tore the remaining connections in a ductile manner.

4. After re-solution treatment, the microstructure and mechanical properties were restored to how
they were before the aging treatment. The transformation that occurred under aging conditions
was reversible.

5. Once δ-ferrite was formed, it cannot be eliminated by heat treatment. Therefore, it is recommended
that stainless steels containing ferrite should minimize the residence time in the high temperature
zone. In addition, the solution treatment should ensure a sufficiently long time and a sufficiently
fast cooling rate to ensure complete dissolution of the secondary phase.
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