Correction


Mads Røge Eldrup *, Thomas Lykke Andersen© and Hans Falk Burcharth

Department of Civil Engineering, Aalborg University, 9220 Aalborg, Denmark; tla@civil.aau.dk (T.L.A.);
hansburcharth@gmail.com (H.F.B.)

* Correspondence: mre@civil.aau.dk

Received: 6 November 2019; Accepted: 7 November 2019; Published: 25 November 2019

The authors wish to make the following corrections to this paper [1]:

Replace Equation (6)

\[ k = \sum_{i=1}^{N} 0.79 - 0.79 \exp\left(-4.1 \frac{D_{n50,i}}{D_{n50, A}}\right) \left(\frac{\exp\left(-0.62z^*_1\right) - \exp\left(-0.62z^*_2\right)}{0.62}\right) \]

with:

\[ k = \sum_{i=1}^{N} 0.79 - 0.79 \exp\left(-4.1 \frac{D_{n50,i}}{D_{n50, A}}\right) \left(\frac{\exp\left(-0.62z^*_1\right) - \exp\left(-0.62z^*_2\right)}{0.62}\right) \]

The authors would like to apologize for any inconvenience caused to the readers by these changes. The manuscript will be updated, and the original will remain online on the article webpage, with a reference to this Correction.

Reference


© 2019 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).