Abstract

A Near-Field Split-Ring Resonator-Based Monopole Sensor for Permittivity Characterization †

Javier Carnerero-Cano 1,*; Gabriel Galindo-Romera 1,*; José Juan Martínez-Martínez 1 and Francisco Javier Herraiz-Martínez 2

1 Signal Theory and Communications, Universidad Carlos III de Madrid, Av. de la Universidad, 30, 28911 Leganés, Madrid, Spain; jmartinez@tsc.uc3m.es
2 ICAI, Universidad Pontificia Comillas, C. Alberto Aguilera, 23, 28015 Madrid, Spain; fjherraiz@tsc.uc3m.es
* Correspondence: jccano@tsc.uc3m.es (J.C.-C.); ggalindo@tsc.uc3m.es (G.G.-R.)
† Presented at the 5th International Symposium on Sensor Science (I3S 2017), Barcelona, Spain, 27–29 September 2017.
Published: 18 December 2017

Many passive electromagnetic sensors have been recently studied. One of their advantages is that they can be easily merged with antennas, resulting in wireless and cheap devices. For instance, these sensors can be used for the characterization of the dielectric permittivity, with application in industry, biology or medicine, among others. In this work, a low-cost passive monopole sensor is designed and manufactured. The structure is composed of two Split-Ring Resonators (SRRs) coupled to a short-circuited printed monopole antenna. The permittivity of the dielectrics that are placed over the sensor is characterized within a near-field link between the sensor and a wireless reader, avoiding the use of wired connections. The sensing principle is based on the reader detection of the notch introduced by the SRRs in the power reflected by the sensor. Specifically, when the sensor is covered with a material, the change in the effective permittivity produces a frequency shift of the notch detected by the reader. It is shown that the system can reliably estimate the permittivity of the materials over a reading distance of 1 cm by means of a linear approximation with a small error. As future work, this sensor could be monitored with novel Internet-of-Things readers.

© 2017 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).