Abstract

Optical Fiber Link Failure Prediction System Based on Long-Period Fiber Grating Mechanical Sensor †

Nelson Sotomaior 1, Bruno Teixeira 1, João Azevedo 1, Paulo Caldas 1,2, Gaspar Rego 1,2 and Pedro Pinto 1,2,*

1 Instituto Politécnico de Viana do Castelo, Praça General Barbosa, 4900-347 Viana do Castelo, Portugal; nelsonsotomaior@ipvc.pt (N.S.); brunoteixeira@ipvc.pt (B.T.); azevedoao@ipvc.pt (J.A.);
pcaldas@estg.ipvc.pt (P.C.); gaspar@estg.ipvc.pt (G.R.)
2 INESC TEC, Campus da FEUP, Rua Dr. Roberto Frias, 4200-465 Porto, Portugal
* Correspondence: pedropinto@estg.ipvc.pt
† Presented at the 5th International Symposium on Sensor Science (I3S 2017), Barcelona, Spain, 27–29 September 2017.
Published: 9 May 2018

High data rate optical fiber links are usually deployed in core IP networks to transport bulky information from router to router. In this context, failure prevention mechanisms are highly important since any short-time failure may represent bulk data loss and additional delay. Although link failures can be caused by multiple factors, in some scenarios, these failures are preceded by mechanical movement of the physical medium.

In this context, we propose an optical fiber link failure prediction system for high-speed optical networks based in along-period grating (LPG) sensor. The proposed system uses a LPG sensor to monitor mechanical changes in an optical fiber link and, in the case that relevant mechanical deformation is detected, the system re-routes packets through a redundant copper cable, instances before the communication is disrupted in the main link.

The proposed system was tested under multiple network loads using a set of failure scenarios, where the optical link disruption is preceded by mechanical changes. In these conditions, the results show that the proposed system effectively reduces the packet loss to the minimum observed for the best case scenario of continuous connectivity.

© 2018 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).